Service 


Repair Manual 

Beetle 2012 > , Bora 1999 > , 

Bora Variant 1999 > , CC 2010 > , 

CC 2012 > , Eos 2006 > , Golf 1992 >, 
Golf 1998 > , Golf 2004 > , 

Golf 2009 > , Golf 2013 > , 

Golf. Cabrio 1994 > , 

Golf Cabriolet 2012 » 

Golf Plus 2005 > , Golf Plus 2009 ><, 
Golf Sportsvan 2015 >, 

Golf Variant 1992 > 
Golf Variant4998 > 
Golf Variant 2007-> 
Golf Variant 2010 > 
Golf Variant 2014 > , Jetta 2011 >, 

Jetta 2015 > , Lupo 1999 > 

Lupo 3L 1999 > , New Beetle 1999 > 
New Beetle Cabrio 2003 > , 

New Beetle RSI 2001 > , Passat 1994 > , 
Passat 1997 > , Passat 2006 > , 

Passat 2011 > , Passat 2015 > , 

Passat CC 2009 > , 

Passat Variant 2011 > , 

Passat Variant 2015 > , Phaeton 2003 > , 
Polo 1995 > , Polo 2002 > , 

Polo 2010 > , Polo 2014 > , 

Polo Classic 1996 > , 

Polo Variant 1998 > , Scirocco 2009 > , 
Scirocco 2015 > , Sharan 1996 > , 
Sharan 2011 > , Tiguan 2008 > , 
Touareg 2003 > , Touareg 2010 > , 


f 
;J 


x 


Service Department. Technical Information 


Touran 2003 > , Vento 1992 > , 
e-Golf 2014 > , e-up! 2014 > , 


up! 2012 > 


Edition 10.2014 


DO 


Service Department. Technical Information 


Service 


List of Workshop Manual Repair GroupsList of 
Workshop Manual Repair GroupsList of Workshop 
Manual Repair Groups 


Repair Group 
00 - General, Technical Data 


pea 


DE 


Technical information should always be available to the foremen and mechanics, 
because their careful and constant adherence to the instructions is essential to 
ensure vehicle road-worthiness and safety. In addition, the normal basic safety 
precautions for working on motor vehicles must, as a matter of course, be 
observed. 


All rights reserved. 
No reproduction without prior agreement from publisher. 


Copyright © 2015 Volkswagen AG, Wolfsburg D3E804595BC 


All rights reserved. 


No reproduction without prior agreement from publisher. 


Copyright © 2015 Volkswagen AG, Wolfsburg 


Service 


D3E804595BC 


Beetle 2012 > , Bora 1999 > , Bora Variant 1999 > , CC 2010 > ,CC 20... 
Towing Guide - Edition 10.2014 





Contents 
00 - General, Technical Data. ............... IR 1 
1 Foreword i ara ILE AUR EUN AGE Rue e LI RS 1 
1.1 Legal Requirements outside Germany... 0.0.00 es 1 
2 Technical Requirements... teens 2 
2.1 Factory-Installed Trailer Hitch... cc tees 2 
2.2 Retrofitted'Traller:Hitch: rire rad awa ae whee se Pana als 2 
2.3 Ball! Had \.)4.c.00004 seb oid satan na tadaeeles eh hid ebadaedtad Medley ten od 2 
2.4 Trailer Socket «5e s eere Rue T IeduSPEEA TUE SEQ NET AC as 2 
2.5 Towing Recognition Control Module J345 . .............. illl. 3 
2.6 Ename Cooling ae rea TEAR EEN we ea AD a ee EY daa TEENS 4 
2.7 Exterior Rearview Mirror ........... llle tenes 5 
2.8 Reinforced Shock Absorbers and Coil Springs... aaaea 5 
3 Operating and Driving Tips spa aa E aAa E EER EAEE 6 
4 General Information .......... 0000 ccc hh rrr 7 
4.1 Trailer Hitch Type Label. «1s mene ERR eu rc ex Rr RO a at 7 
4.2 Gombined' Weight "——————————-——— 7 
4.3 Tip: Recorder (nc atea aaa Di aa 7 
5 Tongue Weight Specifications... eee eee eee 8 
6 Legal Requirements... hh rrr 9 
7 Beetle from MY 2012 1... 0... ccc tte E aE a i 10 
8 Bora from MY 1999 and Bora Wagon from MY 1999 .............. eee eee 11 
9 Eos from MY 2006 ......... 0. hh hr 13 
10 Fox:rom. MY 2004 irs ok E pe e dte ce ete ger ICA e iia 14 
11 Golf from MY 1992 and Golf Wagon from MY 1994 .......... 0.00 cece eee 15 
12 Golf Cabrio from MY 1994 0... 0... eee nee ene teenies 17 
13 Golf from MY 1998 and Golf Wagon from.MY 1999 "SSD AG ga ee eee 18 
13.4 Golf R32 ................. adl e O o ee 19 
13.2 Jubilee GTI ............,. c d ERR oes 19 
13.3 GolfBifuel .......... CERERI. O o es 20 
14 Golf from MY 2004 . 4288999 ....... GxgrgEEEER. ........ S.l 21 
15 Golf Plus from MY 280588999. .....5 .... VERTIT eoo odes ..... 23 
16 Golf Wagon from MY 2007 ... ETTER. .... CEEE... .. S... . SEAN]... 25 
17 Golf from MY 20098646. ... E... a.. OA... 26 
18 Golf Plus from MY099 ....... VERE. .... 4T ..... 2T eS 28 
19 CrossGolf fronz Mg2009. ,.... VWEETTIT.......... ZEIT... 30 Z.. 30 
20 Golf Wagon fremiMY 10 39. .... VEETEETTTA. ....... 222121211 ..... 2... Is. 31 
21 Golf Convertikien MY T ... S eee eds 32 
22 Golf from MY J 3S. . . . Se... . . eee... ee... eS. 33 
23 Golf Wagon from MY 2014... De 36 
24 e-Golf from MY620/44 ... e... A... T .... 222103 ... E23. 3. 38 
25 Golf Sportsvan from MY 2015... pss 39 
26 Jetta from MY 2005899. ... 00. ...... 2201. ...... LY .... 2229 S... 41 
27 Jetta from MY 11 9 EPE...... WED..... ZEIT .... £0. .... N.. 43 
28 Jetta from 2015... ^o^ *XEEED....... S... UBER S.L... 45 
29 Lupo 3L, Lupo FSI and Eupo GTI from MY 1999 ..... vocc ERE PO ee 47 
30 Lupo from MY 1999 ....02,...- eee e cece eeeeee Un mque. 48 
31 New Beetle from MY 1999 .. 772... ......... lle. À E EP ee 49 


Contents | 


Beetle 2012 > , Bora 1999 > , Bora Variant 1999 > , CC 2010 > , CC 20... 
Towing Guide - Edition 10.2014 





32 New Beete RSI sus a e a 51 
33 New Beetle Convertible from MY 2003... AG. Valksmagenaa sie nenna 52 
34 Passat Sedan and Wagon from MY 1994 ............... X llle 53 
34.1 PassatSyncro ........ 4 gf y ee 54 
35 Passat Sedan and Wagón from MY 97. ................. ccce RR 56 
36 Passat Sedan and Wagon from MY 2001 ................. sese leen. 57 
37 Passat W8 from NYÆ00O27..... Æ... . CER... .. A... ee 58 
38 Passat Sedan fr8miMN#2006 die... . TEE .... 209990. .... 2222 2... 59 
39 Passat Wagonefrom MY 2006 ........... 0... c ee be Denes 61 
40 Passat CC from MY 2009; CC from MY 2010; CC from MY 2012 ...............4.... 63 
41 Passat Sedan from MY 11 .. . SS ....."..... fee ee eee 66 
42 Passat Wagon from MY 2011 and Passat Alltrack from MY 2012 ................3... 68 
43 Passat Sedanibrem MYZ2015 .. ee .... fee... . ee 70 
44 Passat Wagon, From MY 2015 .. 0... ... ce ee een eee e mens 72 
45 Phaeton fromiMN#2003 Baer Ila. WVED.... . 20... ERE P.L. 74 
46 Polo from M¥ 1995 ... SA... S... 4A... ae... . 2... eee S... 75 
47 Polo Classic from MY 19960%mA. ........ SA ......... O... . E eens 76 
48 Polo Wagon fr&miMY a998 NA... ... TA... o... T. Ee 77 
49 Polo from MY 022 YA. .... VA. ... STA. . ... E... . DEP VLL 78 
50 Polo Fun from MY 20045. ..... A.. SEA. nr xD nnn 80 
50.1 Trailer Hitch, Retrofitting@ 0... Pa 80 
51 Polo Sedan from MY 2004. ................... £3 ENH..- Or eee 81 
52 Polo from MY 10 ........ Aa EA. OE OE a E ENS Or eee 82 
53 Cross Polo from MY 2010 ..... RN eee 84 
54 Polo-ftom: MY: 2014. 1... uero eec Pie m oer erepti en ocn e Re E deer n 85 
55 CrtossPoló from-MY- 2014 reas pras ae eean aa ae e eee ae aaa e aa eai a i alsa 87 
56 Scirocco from MY-2009 osc esse aaa dig as wee we wet eee aia ae at nea ete YA EA RA Ra 88 
57 Scirocco from MY: 2015) =... esc nce ee a eel a a ee ee pa 89 
58 Sharan from MY 1996... 1... ee eee teens 90 
58.1 Retrofitting Trailer Hitch in Sharan BlueMotion ........... 0.000 ee 91 
59 Sharan from MY 2011 ................ eee eee ete e een E aa a 92 
60 Tiguan: from MY: 2008: 2: pre E NR Ro a 93 
60.1 Tiguan Trend & Fun/Sport & Style ...........iiiiillllllllll eA 93 
60:2° Tiguan Track & Eleld- 2. rure s IET TUER ade ead aye eta alee ed DAR 94 
61 Touran from MY 2003 ...............seeeeee een 97 
62 GrossToüran: ive rb CEDE E Sce De Fea E ues vae v a RS 99 
63 Touareg'from MY.2008- «2s iiascir iR pex e Ve rele PE Ra 100 
64 Touareg from MY 100 .......... hh Oa 101 
65 up!from.MY 2012. “2/o2.o ube eee da e ee uns ete pe Med Le R a 102 
66 e-üp! from MY 2014. oiran nia ara aa 103 
67 Vento:from MY 1992) ili ea ea ei a 104 
68 Revision: HIStOFy: 2o RA RA A Da ili 105 


Il Contents 


Beetle 2012 > , Bora 1999 > , Bora Variant 1999 > , CC 2010 > , CC 20... 
owing Guide - Edition 10.2014 


1 





00- General, Technical Data 


1 Foreword 
(Edition 10.2014) 
The content of this guide has been divided into two section. 


The first section contains information and important tips about 
“towing a trailer’. For example, technical requirements for towing 
or the function of the towing control module are described. 


The second section contains tables that list towing weights, in- 
cluding braked, unbraked and tongue weight, grouped according 
to engine. If possible, the requirements that must be met before 
the towing weight may be increased are also explained. 


Volkswagen vehicles are designed according to high safety 
standards. 


We recommend to use only replacement parts identified as Orig- 
inal Volkswagen parts. These parts are known to be reliable, safe 
and suitable. 


Other parts on the market have not been assessed according to 
these standards. This includes parts that may have TUV approval 
or that are licensed. The vehicle manufacturer is not liable if such 
parts are installed. 


1.1 Legal Requirements outside Germany 


Follow all country-specific laws and regulations. Contact the im- 
porter if questions arise. 


pena. 


DE) 


È 
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2 Technical Requirements 


Factory-Installed Trailer Hitch. Refer to 
2 "2.1 Factory-Installed Trailer Hitch", page 2 . 


Retrofitted Trailer Hitch. Refer to 
2 "22 Retrofitted Trailer Hitch", page 2 . 


Ball head. Refer to > “2.3 Ball Head”, page 2. 
Trailer socket. Refer to > “2.4 Trailer Socket”, page 2 . 











Towing Recognition Control Module - J345- . Refer to 
2 "2.5 Towing Recognition Control Module J345 ", page 3 . 


Engine Cooling. Refer to = “2.6 Engine Cooling”, page 4 . 





Exterior Mirrors. Refer to 
2 "2.7 Exterior Rearview Mirror", page 5 . 





Reinforced Shock Absorbers and Coil Springs. Refer to 
=> “2.8 Reinforced Shock Absorbers and Coil Springs”, 


page 5. 
2.1 Factory-Installed Trailer Hitch 
If the vehicle was already delivered from the factory with a trailer 


hitch, all of the technical and legal requirements for towing a trailer 
have already been taken into account. 





Note that a »13-pin« trailer socket has been installed in many 
models since the beginning of 1988 instead of the conventional 
»7-pin« socket. This new socket allows additional electrical con- 
sumers in the trailer to be connected, such as back-up lamps. This 
was not possible with the previous 7-pin socket. 


If the trailer that will be hitched, has/al»»7«ping, connector, an 
adapter cable available,from-authorized Volkswagen dealers can 


be used. 

2.2 Retrofitted Trailer Hitch 

Note the following if the vehicle will be retrofitted with a trailer 
hitch: 


The«railer hitch is a safety-related component. Only use approved 
hitches that were designed to meet the vehicle requirements. 
Trailer hitches from the Volkswagen Accessories program are 
recommended because they are identical to the hitches installed 
at the factory. The installation instructions provided with these 
trailer hitches have also been approved by Volkswagen. 


2.3 Ball Head 
Height: 


350 to 420 mm, measured from the center of the ball to the road 
Surface, with the total weight within the permitted range 


Distance: 

Atleast 65 mm, measured from the center of the ball to the bump- 
er 

2.4 Trailer Socket 


Connect the trailer socket to the vehicle electrical system of the 
vehicle pulling the trailer according to thelmanufacturer instrue= 
tions. 


Refer to the applicable*iring diagrams or Manufactiirer installa- 
tion instructions when installing the trailer hitch. 
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2.4.1 »7-Pin« Trailer Socket 


If more electrical consumers need to be connected than the »7- 
pin« socket allows, a second »7-pin« socket must be installed. 
Pin assignment must conform to DIN ISO 1724: 





* 1-Leftturn signal 
2 - Tail lamps 

3 - Ground 

4 - Right turn signal 


5 - Right headlamps, side marker lamps and license plate lamp 


* 99 9 9 


6 - Brake lamp 


* 7-Leftheadlamps, side markerdamps and license plate lamp 


2.4.2 »13-Pin« Trailer Socket 


The backup lamps, »continuous current«and charging cable can 
be used on the trailer with the »13-pin« trailer socket. A »13-pin« 
trailer socket is recommended if a bicycle rack will be installed or 
a camper will be towed. 


Pin assignment must conform to DIN ISO 11446: 
1 - Left turn signal 
2 - Tail lamps 





3 - Ground for circuit 1 through 8 








4 - Right turn signal 
5 - Right headlamp 
6 - Brake lamp 

7 - Left headlamp 





8 - Back-up lamps 

9 - Terminal 30 (permanent positive) 

10 - Terminal 15 (battery charging in trailer) 
11 - free 

12 - free 

13 - Terminal 15/30 ground 


“ef; è. 9 9 9 99 9 9 9 è. 9 


2.5 Towing Recognition Control Module - 
J345- 


General Information 


The Towing Recognition Control Module - J345- recognizes “trail- 
er mode" when there is a power decrease of at least 5 W” and 
transmits this information to various control modules via the CAN 
data bus. 


The Vehicle Electrical System Control Module - J519- and the 
Comfort System Central Control Module - J393- supply the Tow- 
ing Recognition Control Module - J519- with information via the 
CAN data bus. 


1) At least turn signals or side marker lamps must be switched on to detect "trailer 
mode". 


For information on testing control modules, diagnosing malfunc- 
tions, malfunction indicators and fault finding. Refer to > Electri- 
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cal Equipment; Rep. Gr. 97 ; Towing Recognition Control 
Module . 


2.5.1 Towing Recognition Control Module - 
J345- , Retrofitting 


Retrofitting a Towing Recognition Control Module - J345- ap- 
proved by Volkswagen is possible, but it can pose problems due 
to the connection with the vehicle CAN data bus. The control 
module must then be coded in “Guided Fault Finding” using the 
> Vehicle diagnostic tester. 


(8) Note 


Installation of control module solutions that are available from 
third parties and are not approved by Volkswagen is not recom- 
mended. Installing such equipment voids the warranty. Generally, 
these are connected to the tail lamps and not integrated into the 
vehicle electrical system. This can result in a misdiagnosis from 
the lamp monitoring function or to malfunctions. Also, dimmed 
bulbs such as combined brake and tail lamps cannot be activated. 


2.5.2 Towing Recognition Control Module - 
J345- , Coding 


Refer to > Electrical Equipment; Rep. Gr. 97 ; Towing Recogni- 
tion Control Module finformation on coding. 


2.6 Engine Cooling 


Because towing places higher demands on the engine cooling 
system, the cooling system is enhanced in vehicles that have 
factory-installed trailer hitches, if necessary.This is done by in- 
stalling a stronger or a second coolant fan and/or a larger radiator. 
Vehicles designed for hot climates and/or With an A/C system al- 
ready have the enhanced engine cooling system. In the Passat, 
a stronger coolant fan (PR number 0Y2}may also be installed 
alone at the factory. This makes it easier to install a trailer hitch 
later. 


The cooling system should also be enhanced when a trailer hitch 
is retrofitted, if the system was not already modified at the factory. 
Otherwise the cooling system could overheat under increased 
engine load, for example when driving in mountains, in high tem- 
peratures or with high towing weight. When converting the cooling 
System, use the engine cooling system components designed for 
towing listed in the ETKA electronic parts catalog. Refer to the 
procedures in the applicable repair mandals. 


Enhancing the cooling system may only be avoided if the engine 
will only be under moderate load, for example: 


* the combined weight is considerably less than the permitted 


amount, 
* no high outside temperatures, fy 
+ no long, steep grades, A 


* no driving at high altitude. 


The coolant temperature gauge must always be monitored close- 
ly. If the needle in the gauge moves high into the hot zone, reduce 
speed immediately. It may be necessary to take a break to allow 
the engine to cool. When doing this, let the engine run at idle for 
approximately 2 minutes to prevent heat buildup. 
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a Note 


+ 


In vehicles with an A/C system, switching the system off will 
reduce the load on the engine cooling system. This also im- 
proves vehicle acceleration and makes passing other vehicles 
safer. 


If the cooling system is not enhanced, the seller must inform 
the buyer when selling the vehicle. 


2.7 Exterior Rearview Mirror 


If the traffic behind the trailer cannot be seen in the standard ex- 
terior rearview mirrors, additional exterior mirrors must be instal- 
led. Both exterior mirrors must be installed on folding mounts and 
adjusted to provide a sufficient range of vision behind the vehicle. 


2.8 Reinforced Shock Absorbers and Coil 
Springs 
@ Reinforced shock absorbers and coil springs on the vehicle 


rear axle reduce pitching motions between the vehicle and the 
trailer. If not already installed in the factory, these shock ab- 
sorbers and springs can often be retrofitted at authorized 
Volkswagen dealers. Shock absorber and spring allocation. 
Refer to the > Electronic Parts Catalog (ETKA) . 


Stabilization aids can also reduce pitching and rolling motions. 
These aids are available from authorized Volkswagen dealers 
in most European countries andCan be installed there. 
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3 Operating and Driving Tips 


(å) Note 


Always read and follow the operating and driving tips in the vehi- 
cle owner's manual. 
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4 General Information 


Trailer Hitch Type Label. Refer to 
=> “4.1 Trailer Hitch Type Label”, page 7 . 


Combined Weight. Refer to 
=> “4.2 Combined Weight”, page 7 . 


Trip recorder. Refer to > “4.3 Trip Recorder”, page 7 . 
4.1 Trailer Hitch Type Label 


The towing weight and tongue weight specifications on the trailer 
hitch type label are the inspection valües for the trailer hitch. The 
approved data for each vehicle is found under the towing weight 
and tongue weight specifications for the trailer hitch. The vehicle- 
specific values are listed 











* inthis towing guide, 

* inthe vehicle documentation, 

* inthe applicable owner's manual. 
listed. 


The trailer hitch increases the vehicle curb weight so the load 
must be reduced to account for it: 


4.2 Combined Weight 


The combined weight is a combinationf the actual towing vehicle 
weight and the actual towing weight. The permitted combined 
weight for the vehicle or the trailer must not be exceeded. If the 
full permitted towing weight will be used, thé weight of the vehicle 
may need to be reduced accordingly. 


C) 
4.3 Trip Recorder e 


In many European countries, installing and using a trip recorder 
is mandatory in vehicles (including passenger vehicles) that are 
used to transport goods commercially and whose permitted com- 
bined weight including trailer or semitrailer exceeds 3.5 tons. It 
does not matter if both the towing vehicle and the trailer or only 
one of the two is used for commercial transport of goods. 
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5 Tongue Weight Specifications 


The tongue weight specifications on the trailer hitch type label are 
inspection values and only valid for the hitch. The permitted 
tongue weight for the vehicle may be less and it must not be ex- 
ceeded. These specifications can be found: 


@ inthe vehicle registration, 
@ inthe vehicle owner's manual and 


@ inthis guide. 
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6 Legal Requirements 
Follow all country-specific legal requirements when towing a trail- 
er. 
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7 Beetle from MY 2012 


This vehicle cannot tow a trailer for technical reasons. 
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8 Bora from MY 1999 and Bora Wagon from MY 1999 





Vehicle 


Towing weight in kg Tongue 


unbraked Sar” 
Manual transmis- | Automatic transmis- 
XM grade sion, grade 


1000 1200 : 
g 

1200 1400 1200 1400 with auto- 
matic 

transmis- 

sion: 

590 kg 

unbraked 


1200 1200 1400 with auto- 
matic 
transmis- 
sion from 
09/2000 
600 kg 
unbraked 


1200 from 
09/2000: 
600 kg 
unbraked 


ar - TENERAS S 0 i 
[ 1400 | 1500 | 1400 | 1500 | 75. | - | 


ea | M 


| 1200 | 1400 | 1300 | 1500 | 75 |- | 


ov ae 
1300 1500 1500 75 With 4.8L 
apne 
A 
x 


ivoTion 


92 
4MOTION 
110 
D 


ies 
4MOTION 


150 
4MOTION 


1600 


PEN B^ zx. 
1000 1200 kg 
f^ at 1096 
grade 


Diesel en- "s 
gines 
se e] | e 


1500 1600 
AMOTION 


sel a a N 
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EU Type Approval Numbers: 
Type 1J EU 

@ e1*96/7920071*00 through 09 
+ e1*98/14*0071*10 through 30 
* e1*2001/116*0071*31 


The towing weight cannot be increased for technical reasons. 
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9 Eos from MY 2006 


Vehicles with Manual Transmission 


Eos, Towing weight in kg 
type 1F EU 
Outputin | Displace- | Comments | unbraked Tongue 
kW ment/liter weight in kg 


Gasoline 


Engine 





Eos, Towing weight in kg 
type 1F EU Grade, brake 
Output in | Displace- | Gomments | unbraked 12% 8% Tongue 
kW ment/liter weight in kg 


Gasoline | 750 | 1500 | 1700 | 75 
SA | 750 | 1500 | 1700 | 
| c 7 
| VIEN 
[750 | 1500 | 1700 | 


750 
750 
750 

750 
The towing weight cannot be increased for technical reasons. 





:J 


98 


pues, 
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10 Fox from MY 2004 


Fox, Towing weight in kg 
Type 52 unbraked Grade, brake 
ee in Displace- | Comments Tongue 
menty/liter weight in kg 


N N NE TR IR w 
voee [ a | 12 mes | sm | 700 | eco ] 
[#4 | 12 [Mes s0 f ro f oo 
[ss _|_t4 |_- S o f 800 | 100 | 
e e] 
gines 


1000 
The towing weight cannot be increased for technical reasons. 


a Note 


A vehicle that does not list any towing weights in the vehicle reg- 
istration is retrofitted with a trailer hitch, the vehicle must be 
presented to an official motor vehicle assessor for inspection. The 
manufacturer documentation with the vehicle data is needed. The 
manufacturer documentation is provided by Volkswagen AG 
Service (E-Mail: Kundenbetreuung volkswagen. de). 





DO 
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11 Golf from MY 1992.and Golf Wagon from MY 1994 


Vehicle Towing weight in kg Tongue 
le i a 
AP Gh transmission, | Automatic transmis- 
AP Gh e sion, grade 
10% 


40 1000 
EN 
1000 1200 With 1.6L 
aoe 


with 1 8L 
ia a 


Engine 


Diesel en- 
Golf Eco- 
matic with 
engine 
code 1Y 
(through 
General 
Certifica- 
tion ad- 
dendum 
11): 
This vehi- 
cle cannot 


tow a trail- 
er for tech- 
nical rea- 
sons. 


Golf Eco- 
matic with 
engine 
code 1Y or 
AEY from 
01.95 
(from Gen- 
eral Certif- 
ication ad- 
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1500 75 From 
06/1995 


EU Type Approval Numbers: 

Type 1H EU 

+ e1*96/79*0068*00 through 03 

The towing weight cannot be increased for technical reasons. 
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Golf Cabrio from MY 1994 


Vehicle owing weight in kg Tongue | Comments 
T unbraked braked d n 
Manual transmission, | Aütomatic transmis- 
0% 


Golf Cab- | ®55 | soo _| 1200 | - || - | 
05/1994 


riolet, type 

Soe m DE abe e 
Engine 
code AKS 





Engine 
code AFT 





Papa 1000 1200 1000 1200 
1200 
B1 


gines 

EU Type Approval Numbers: 
Type 1E EU 

+ e1*96/79*0070*00 through 04 
+ e1*98/14*0070*05 through 10 


The towing weight cannot be increased for technical reasons. 
(3 


Q 


A 
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13 Golf from MY 1998 and Golf Wagon from MY 1999 


Vehicle Towing weight in kg Tongue 


unbraked | baked © | | |  baed | | weight in 


kg 
Manual transmis- | Automatic transmis- 
sion, grade sion, grade 


12% | 8% | 12% | 8% | 


550 1000 1200 
580 
1200 1400 1200 1400 with auto- 
matic 
transmis- 
sion: 
590 kg 
unbraked 
1200 1200 1400 with auto- 
matic 
transmis- 
sion, from 
09/2000 
600 kg 
unbraked 


1200 from 
09/2000: 
600 kg 
unbraked 


ua | -O 0 
1500 | 1400 | 1500 | 75 | - | 


7A" WE-- W^ 4 | 


1400 SIE MIO 


ivOTion 


110 
EO 


s 1600 
4MOTION 

150 1500 1600 
TA 


Diesel en- 1000 i 
gines 
through 
10/1997 
1200 kg 
at 10 % 
grade 


1300 1500 1500 With 1.8L 
engine 

1500 1500 With 2.36 
engine 

1600 Withe2.3L 
E 


1000 1,000 kg 
at 10% 
grade 





|_590- | 

| "i 

ET 
4MOTION 

E. 
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so | o 1300' | 1500 | 1300 1500 te 


66 1500 1600 
4MOTION 
66 1500 1600 
Syne 


O p us ome 1300 


+- 

seen 

Fr A4 Ww A Ww» m 

TT 

1500 pom 
= 
8 
y 





my | — 

85 | eo am CM AMEN | 

FEY WF AN 

| 96 | o0 
"Ww wA 

4MOTION 

META VM | CAZETIO VW | AE 
110 1600 

Lu" WI A E i2 


EU Type Approval Numbers: 





Type 1J EU 

€ 61*96/79*0071*00 through 09 pra 
€ 61*98/14*0071*10 through 30 A 
€ 61*2001/116*0071*31 = 


The towing weight cannot be increased for technical reasons. 


13.1 Golf R32 


This vehicle cannot tow a trailer for technical reasons. 
EU Type Approval Numbers: 

Type 1J EU 

+ e1*96/79*0071*00 through 09 

* e1*98/14*0071*10 through 30 

* e1*2001/116*0071*31 


13.2 Jubilee GTI 


Vehicle = weight in kg Tongue 
unbraked | bakda | ip n 
Manual transmission, | Automatic transmis- 
amm sion, prete 





eta l l Hiii 


EU Type Approval Numbers: 
Type 1J EU 
+ e1*96/79*0071*00 through 09 
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* 61*98/14*0071*10 through 30 
* 61*2001/116*0071*31 


The towing weight cannot be increased for technical reasons. 





13.3 Golf Bifuel 


Vehicle pet ne weight in kg Tongue 
unbraked | bakd SOS dios n 
Manual transmission, | Automatic transmis- 
grade sion, ee 


1200 i00 75 When op- 

1J EU 1400 erating 
( with natu- 

1200 

g 
When op- 

gas engine erating 
with gaso- 
line: 1400 

kg 


EU Type Approval Numbers: 

Type fJ EU 

@ e1796/79*0071*00 through 09 

* e1*98/14*0071*10 through 30 

+ e1*2001/116*0071*31 

The towing weight cannot be increased for technical reasons. 





DE) 
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14 Golf from MY 2004 


Golf, | |  Towigweighinkg ss weight in kg Tongue Comments 


type 1K EU unbraked weight in kg 

vers] 610 | doo | | ——— 

gasoline en [se | 610, 100 | x0 wp 75 |  - | 

manualtrans-| — 66 — | — 620 | 1000 | — 1200 | zs | — | 

msson — | ro — [S 1200 | 0 ws | - 
[85 — 620 | 120 | 1590 ^, 75 5 | —- | 
| 90 «<->»: | oa E -o 
EET/ A" WU. wi " wi “I 
ENT] AN — VW vee DI 


110 1500 1800 
" I 


|. 125 | 650 | 1400 EUN j WI | 
Ld | m 1400 EUM AD WES: | 
1400 A B 
184 Trailer towing 
Mon not permitted. 
Vehicles with | 55 | 640 | 1000 1200 AEN ENS. | 
decere [sì 9s [e me os p 
and 1400 1700 
manual trans- — e 1400 1700 Pas = 


mission 77 1500 1800 
AMOTION 


Lo ke 1500 1700 E | o 


103 1600 LJ 
4MOTION 
| 1235 | 680 "ej 1800 ESTO — T5 — ; —- | 


The towing weight cannot be increased for technical reasons. 








Goff, | |  Towigweighinkg ^ | weight in kg Tongue Comments 


type 1K EU unbraked Grade, nae weight in kg 
Vehicles with > o 1200 150 —À———À 
ne [sso | 10 | 19 | 78 | 
gine and 1200 1500 


automatic A i 1400 1700 
transmission 


The towing weight cannot be increased for technical reasons. 





Goff, | |  Towigweighinkg ^ | weight in kg Tongue Comments 


type 1K EU unbraked Grade, brake weight in kg 


Vengeswmm | — 20 | 660 f o | o o e | 
e 10 | 670 | 148 —| 1 [75 | > 
gine and 103 1400 1700 

BSG tans wo | mo | e P —] 
mtn wm CC —] 
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147 | no | 1400 oo | 76 [| - 
|. 169 | 720 | 1400 oo | 75 [| - 


184 Trailer towing 

E not permitted. 

Vehicles with 1400 1700 With 6-speed 
diesel a ee transmission 





1400 1700 On 7-Gear 
Transmis- 
sions 


-—— 1500 oo | 75 [| - — 
128 | 1500 woo | 75 | - | 


The towing weight cannot be increased for technical reasoris: 


f£ 
iJ 
f \ 
as 
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15 Golf Plus from MY 2005 


Golf Plus, | |  Towigweighinkg ^ | weight in kg Tongue Comments 


type 1KP EU unbraked weight in kg 
vers] 660 oo | o | 8 | — — 
gesoline en | ^s» | e | 100 | 120 | 75 | =- 
manualtans-| — 75 | zo | 120 | 150 (| 75 | -~ |] 
pini le ssi IE 38907: - 710200 -:]t-d900c: |D oo |o x 
so | 70 | 1380 | 160 | 7 | - | 
ei 0 I an | 0 ad ni 
io ee Li 
Vehicles with seo | 0 | m | 0 | 8 |__| 
eci tt 


manual trans- TI 1400 1700 
issi Blue Motion 


ue 750 1400 00 | 75_| - — 
CrossGolf LS IM 1200 1500 LS LLL 


Vehicles with z 1400 1700 

manual trans- 

mission 

Diesel engine ar lr 1400 1700 ef 
and 

manual trans- 108 1900 TOS 

mission 


The towing weight cannot be increased for technical reasons. 


a Note 


Dueto technical updates, the trailer towing loads for the,“Blue- 
Motion’, “EcoFuel” and “BlueTDI” can be reduced. 








type 1KP EU unbraked Grade, e weight in kg 

Vehicles with | 75 | 70 | 1200 tos = ae oui] 
i esi [zm | ge | $e | m | - — 
gine and 710 1200 1500 

automatic 110 ,N me | 

transmission 

CrossGolf 

Vehicles with 


Golf Plus, BE Towing weight in kg Tongue Comments 


Golf Plus, pù i i i Tongue Comments 
type 1KP EU weight in kg 
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unbraked Grade, = 


Vehicles with 1300 EE 
gasoline en- 
Bees che 7 7 i 
Vehicles with 1400 1700 With 6-speed 
diesel 0 transmission 
1400 1700 On 7-Gear 
Transmis- 
E 





|. 109 | 750 | 1400 1700 


CrossGolf 
Vehicles with 
gasoline en- 
gine and 


Vehicles with 
diesel e wt al _| 





The towing weight cannot be increased for technical reasons. 


(pm 


BD) 
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16 Golf Wagon from MY 2007 


Vehicles with Manual Transmission 
Golf Wag- 


Towing weight in kg 


Grade, brake 
Comments | unbraked 
6 
7 


on, 
type 1K5 
EU Displace- 
ment/liter 


Output in Tongue 
kW weight in kg 
1000 
1200 
1300 
1400 
1400 
1400 
1400 
1400 
1500 


1500 


1200 
1500 
1600 
1700 
1700 
1700 
1700 
1700 
1800 
1700 


Gasoline 
Engine 


710 


Blue Motion 
a 


12% 8% 
| 000 — 
690 | 
mo | 


Diesel en- 
gine 


Towing weight in kg 
Displace- Tongue 


Grade, brake 
EU Comments | unbraked 12% 8% 

kW ment/liter weight in kg 

Gasoline 75 1.6 1200 1500 75 

Engine 


The towing weight cannot be increased for technical reasons. 





Vehicles with a DSG transmission 
Golf Wag- 


Displace- 
ment/liter 


Gasoline 
Engine 


Diesel en- 
ae 


The towing weight cannot be increased for technical reasons. 


p. 


DE 





| WE 
rr 
EA MZA 
A W zo N 
A Y mo 
A- | 


Towing weight in kg 
Grade, brake 
Comments | unbraked 12% 8% Tongue 
weight in kg 


15 
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17 Golf from MY 2009 


C weight in kg 
| Grade, brake | brake 


Displace- | Comments | unbraked 2 96 8 96 Tongue 
ment/iter weight in kg 


1200 
1400 
1500 
1500 


610 
610 


FlexFuel 610 
(bioethanol 
E85) 


BiFuel 
Autogas L 
PG) 


È 100 
1200 
1200 


1200 1500 


= 1200 
1300 
1400 
1400 
1400 
1400 
1400 
1400 


1500 


1500 
1600 
1700 
1700 
1700 
1700 
1700 
1700 
1700 


Diesel en- 
gine 


1500 1700 


C pe pee 
code CBDC 
A- Y 


Engine 
code CFFB 


Engine 
code CFFB 
and Blue- 
Motion 
technology 


Engine 680 
tode CBAB 


4MOTION, 
engine 
code CFFB 


4MOTION, 
engine 
code CBAB 


1500 
1500 
1500 


1700 
1700 
1700 


1500 1700 


1500 1700 


1600 1800 


1600 1800 


1500 


Towing weight in kg 
«| Grade, brake 
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Vehicles with a DSG transmission 


OURS in | Displace- 


ment/liter 


Gasoline 
Engine 


118 


Diesel en- 


: | wu 
MM: 


cs 
Oo 


BlueMotion 
Technology 


Engine 
code CFFB 


Engine 
code CFFB 
and Blue- 
Motion 


N 
o 


—-[2|[2|2 
IB |PO|O] bh 





Comments | unbraked 2% 8% Tongue 
neon ht in kg 


1100 1400 
ri 


The towing weight cannot be increased for technical reasons. 
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18 Golf Plus from MY 09 


C weight in kg 


| Grade, brake | brake 
Displace- | Commenńts Ppeynbraked 2% 8% Tongue 
——— weight in kg 


75 
110 
1200 


1200 1500 
1200 1500 


1200 


[660 | 

|, > 

re 

m 

| 700 | 1300 
EZ | 
| ZU 
| 
P 730 Mii 
á 


Gasoline 
Engine 


FlexFuel 
(bioethanol 
E85) 


BiFuel 
BO L 


EE 
BlueMotion 
|e 
a- | 
A- Y 
HÀ . — 
BlueMotion 
| 
[el 
cedri 
code CIF HC 
code CBDB 


1400 
1400 
1400 


1400 1700 


1500 
1500 


1500 1700 
1500 1700 


Diesel en- 
gine 


Displace- unbraked 2% Tongue 

menier weight in kg 
Gasoline [ - | $9 | 1100 
|. - | 680 | 1200 
| = | 700 | 1200 
|__| 70 | 1300 
| - | 7o | 1400 
Diesel en- Le 1400 

Technology 

|750 | 1500 
| 750 | 1500 
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The towing weight cannot be increased for technical reasons, 
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19 CrossGolf from.MY 2009 


Towing weightin kg 
Grade, brake 
Displace- | Comments | unbraked 12 96 8% Tongue 
ment/liter weight in kg 


| - | 690 | 120 | 1500 | 75 
[VA N å E 
4 | - | 730 | 140 | 1700 — 
ER —— | AEN 0 | WS | 
M _ F (NET NN :N 





Gasoline 
Engine 


ment/liter weight in kg 


| =  |{lgr2o | 1300 | 160 | 75 
Ero |o | 170 | 
nt 
p 


Towing weight in kg 
Grade, brake 
Displace- | Comments | unbraked 12 96 8 96 Tongue 


The towing weight cannot be increased for technical reasons. 
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20 Golf Wagon from MY 10 


Vehicles with Manual Transmission 


Golf, 
Type AJ5 





Towing weight in kg 


Grade, = 
Displace- | Comments | unbraked 2% Tongue 
ment/liter weight in kg 


| 1400 — 


1400 


oa 
c 


Gasoline 
Engine 


O 
o 


Ex 


1200 


1200 1500 


| 600 — 

ero 

pe 

| 680 | 1200 
| 680 | 1200 
[^»890 | 1300 
|. 720^. | 1400 
m. N 
720 | 
m. 720 | 
| —— 
750 | 
a — 
| | 
Ey A4 


N 
ol 


pea) 


E 
77 


N 
N 


1400 
1400 
1400 
1400 
1500 
1500 
1500 
1500 


Diesel en- 
gine 


N 


77 
77 


100 


103 


Golf, Towing weight in kg 
Type AJ5 
Outputin | Displace- | Comments | unbraked Tongue 
kW ment/liter weight in kg 


Gasoline © i, | i | olii 
Engine "qi ‘uso (ei. 
Rena 
ho 20 | 


© 
=. 


so | 
| 63. | 
ni 
i 
ERN 
90 a 
i 
a7 | 
F 
E" . 
WF di 
| MN 
| 5 
| 100 Wi 
FTA 


Ug es me 
ALII, SS | 

Diesen | r | 48 | | 73 | 
gne | zz [| 16 [Blue Motion] 730 | 
| 10 | 20 | - | 750 | 


The towing weight cannot be increased for technical reasons. 
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21 Golf Convertible from MY 2012 


Vehicles with Manual Transmission 


Golf, Towing weight in kg 
Type 517 Grade, brake 
Output in | Displace- | Comments | unbraked 12% 8% Tongue 
ment/liter weight in kg 


kW 
TI 
TI 
TI 
TI 
TI 
TI 
TI 
TI 
103 


Gasoline 
Engine 


1 
BlueMotion 6101) 1200 1500 
Technology 
BlueMotion 7102) 1200 1500 
Technology 
1300 1600 
6701) 1400 1700 


| 90 | NETZE 
[ox 
p 
| Qu | 750 | 1400 
D 
50 


Diesel en- 
gine 


BlueMotion 6501) 1400 1700 
Technology 
BlueMotion 7502) 1400 1700 
Technology 
BlueMotion 7 1500 1700 
Technology 


1) Vehicles through 11/04/2011 
2) Vehicles from 11/07/2041 


The towing weight cannotbe increased for technical reasons. 





Vehicles with a DSG transmission 


Goff, Towing weight in kg 
Type 517 Grade, brake 
Output in | Displace- | Comments | unbraked 12% 8% Tongue 
kW ment/liter weight in kg 


[gems | ano me _ 
[| me | ia | m | 
0 


BlueMotion 75 1700 
Technology 


Diesel en- 103 
gine 
1) Vehicles through 11/04/2011 


2) Vehicles from 11/07/2011 


The towing weight cannot be increased for technical reasons. 
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22 Golf from MY 13 


Vehicles with Manual Transmission 


Golf, Towing weight in kg 
type 5G1 Grade, brake 
Output in | Displace- | Comments | unbraked 12 96 8 96 Tongue 
kW ment/liter weight in kg 
63 


P” | 
Lr 





js 
A 
-——! — | — 
obLNw|N 


0 

(natural 

gas CNG) 

[ - | se0ò | 10e | 1| 
eA Vood da: 
A | 6100 | 1400 | 1700 | 
[= | 6300 | 19 | too 
[= | 6900 | 1800] too 
| ww 
HA AN 
EREN 7 
à - ANE 


: 
MES 
| E 
AJO N 


—_ 
P 


| 690 | 1600 | 1800 j 
| 


81 1.6 6 gear man- 6301) 1000 1300 
ual trans- 
mission ro 
x i 


2 
2 


= 
O 


1. 
1. 
Diesel en- o 


N 
I 
= 
c 


4 
4 
0 
0 
6 


Manual 
Transmis- 


sion 
[_- | 150 | 180 | 
E] 
7 


BERN 
DD 


1 


N 
eo 


code CRBC 
code CRLB 
| .- | 680) | 1600 | 1800 | 


1) applies to 2-door vehicles, the towing load is 10 kg higher on 
4-door vehicles 


2 
2 
2 
2 


.6 
.0 
.0 
.0 
0 
0 


2 





2) applies to vehicles with a natural gas fuel tank made of carbon- 
fiber reinforced plastic, on vehicles with natural gas fuel tanks 
made of steel this towing load is 30 kg higher. 


3) applies to 2-door vehicles, the towing load is 20 kg higher on 
4-door vehicles 
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The towing weight cannot be increased.fór technical reasons. 


Vehicles with a DSG transmission 


Golf, Towing weight in kg 
type G1 Grade, brake 
Output in’ | Displace- | Comments | unbraked 12% 8% Tongue 
menty/liter weight in kg 


EcoFuel 6702) 1400 1700 
(natural 
gas CNG) 
6201) 1400 1700 


B 
B. uw 


103 


7 


Hybrid | 750 | 1500 


| 
| 28 fa 
| 


kW 
7 
8 
8 
8 
9 
7 
8 
8 
8 


7 
1 
1 
1 
2 
7 
1 
1 
1 


O7 | 6501) 1500 1800 
7GearDSG| 6501) 1500 1800 
Transmis- 
sion OAM 
6 Gear DSG 6601) 1500 1800 
Transmis- 
sion 02E 
110 Engine 68 1600 1800 
code CRBC 
110 Engine 6801) 1600 1800 
code CRLB 
9 


1) applies to 2-door vehicles, the towing load is 10 kg higher on 
4-door vehicles 


50 

| 700 {=} 1600 
0 
0 





2) applies to vehicles with a natural gas fuel tank made of carbon- 
fiber reinforced plastic, on vehicles with natural gas fuel tanks 
made of steel this towing load is 20 kg higher. 


3) applies to 2-door vehicles, the towing load is 20 kg higher on 
4-door vehicles 


The towing weight cannot be increased for technical reasons. 


Vehicles with automatic transmission 





Golf, Towing weight in kg 
type 5G1 | | Grade, brake 
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Vehicles with automatic transmission 





Tongue 


weight in kg 





1) applies to 2-door vehicles, the towing load is 10 kg higher on 
4-door vehicles 


The towifig weight cannot be increased for technical reasons. 


Le S 
Di: P 
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23 Golf Wagon from MY 2014 


Vehicles with Manual Transmission 


Golf, 
type BAS 


Towing weight in kg 
Grade, prake 
2% 


1100 
[1800 | 


1300 1500 


Output in Displace- | Comments | unbraked 


T 


Tongue 
weight in kg 


Gasoline 
Engine 


1300 
1300 


EcoFuel 720 1400 1700 
(natural 
D CNG) 

1200 1400 


1400 
1400 


1500 
1500 
1400 
1500 
1700 


1500 1800 
1000 1300 


1700 
1500 
1600 
2000 


casi 

[T 

exer 

Hnc 

> 

Diesel en- | ee | 

m avy 
4MOTION 


5 Gear 
Manual 
Transmis- 
sion 


6 gear man- 
ual trans- 
mission 


4MOTION 
i uH 
A WN 


The towing weight cannot be increased for technical reasons. 


Ts 





Vehicles with a DSG transmission 
Golf, wero SE IT | ih kg 
type BAS PO eg rete! de, brake 


Displace- Tongue 
TEO weight in kg 


Gasoline 
Engine 
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Vehicles with a DSG transmission 





4MOTION 


pu 
ssi 
[esce] 
aa 


Diesel en- 
gine 


Golf, Towing weight in:kg 


type BA5 Grade, brake 
eure in | Displace- | Comments | unbraked 12% 8% Tongue 

ment/liter weight in kg 

Gasoline 1.6 1200 1400 

Engine 


The towing weight cannot be increased for technical reasons. 
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24 e-Golf from MY 2014 


This vehicle cannot tow a trailer for technical reasons. 


) 


P 


f 
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25 Golf Sportsvan from MY 2015 


Vehicles with Manual Transmission 


Golf, Towing weight in kg 
type BAS Grade, brake 
Outputin | Displace- | Comments | unbraked 12% 8% Tongue 
kW ment/liter weight in kg 


Gasoline DI aoe 1100 

Engine [ 1300 
m 1300 
ye 1200 
' m 

AN A 
y € 





oo |o 
-|o 
=/o/o 
N[OJ|h5 


1400 
1500 
1300 


1500 1800 
6 gear man- 1000 1300 
ual trans- 
mission 
1500 1800 
1600 1800 


N 
— 
P 


6 | 
81 | 
92 | 
10 
66 | 


1. 
Diesel en- . 
gine 


© 
-— 


— 


= 
N Ai 
eo S|. 





The towing weight cannot be increased for technical reasons. 


Vehicles with a DSG transmission 


Towing weight in kg 
Output in | Displace- | Comments |“unbraked 12% 8% Tongue 
ment/liter weight in kg 


| | 6860 | 1300 | 1500 | 
| | 670 | 130 | 150 | 
| - | 690 | 140 | 170 | 
| | 700 | 150 | 1700 | 
Eum 

720 

740 


Po 


Gasoline 
Engine 


Diesel en- 
Se | 8 | 20 | - | 720 | 1500 | 180 | 
20 | - | 740 | 1600 | 180 | 


The towing weight cannot be increased for technical reasons. 





Vehicles with automatic transmission 


Golf, Towing weight in kg 
type BAS Grade, brake 
Outputin | Displace- | Comments | unbraked 12% 8% Tongue 
kW ment/liter weight in kg 


Gasoline 81 1.6 670 1200 1400 
Engine 
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The towing weight cannot be increased for technical reasons. 
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26 Jetta from MY 2005 


Vehicles with Manual Transmission 





Jetta, Towing weight in kg 


type 1K EU Grade, brake 
Outputin | Displace- | Comments | unbraked 2 96 8 96 Tongue 
kW ment/liter weight in kg 


Gasoline 2 1200 1500 


Engine 1200 1500 


mI 

| 670 | 1200 
| 690 | 1300 
| 710 | 1400 
| 690 | 
àÀ A 
| WE | 
| Y2o | 
| 710 | 


FlexFuel 
(bioethanol 
E85) 


| 85 | 
90 | 


1400 
1400 
1400 
1400 
710 1400 

1400 

1400 

[Blue Motion|__720 — | 1400 
| w m a 730. | 1400 
Lm Ame 1500 

Rai 


pro | ro 1500 

ai 
|. - | 730 | 1500 
| - | 730 | 1500 


P 


Diesel en- 
gine 


svi 
m - 
A 
EF 
AZN we 
yp -, | 
" -A 
EN 
E — 
| AN 


The towing weight cannot be increased for technical reasons. 





NN Aa] Ai — 
o ojo volo RIO D 


Vehicles with automatic transmission 


Jetta, Towing weight in kg 


eer mE SEE 
inn in Displace- | Comments | unbraked Tongue 

menier weight in kg 

aap [ee a 

EDS | 20 | - | 7o | 140 | 1700 | 


The towing weight cannot be increased for technical reasons. 





Vehicles with a DSG transmission 


Jetta, Towing weight in kg 
type 1K EU Grade, brake 
ara in 





Displace- | Comments | unbraked 2% 8% Tongue 
ment/liter weight in kg 
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Vehicles with a DSG transmission 


Gasoline 


Diesel en- 





The towing weight cannot be increased for technical reasons. 


DE 


È 
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27 Jetta from MY 11 


Vehicles with Manual Transmission 


Towing weight in kg 
Grade, brake 
Output in | Displace- | Comments | unbraked 12 96 8 96 Tongue 
ment/liter weight in kg 


L1] 1200 1500 75 
BlueMotion 1200 1500 
Technology 

s 1300 1600 

Only for 
Russia 


[e | 1700 | 
fe iea a 21400 
=a 
Ld 





= 


Gasoline 
Engine 


650 
650 
670 
680 
680 

00 


147 
155 


| 680 | 1400 1700 

1400 

È vo1690,,., | 1400 
Technology 

| 690 | 

| 70 | 


| i 1500 
E 


1500 1700 
The towing weight cannotbe increased for technical reasons. 


Diesel en- 


TI 
TI 
TI 
110 
77 
gine 77 
81 


118 





103 


Vehicles with a DSGctransmission 


Towing weight in kg 
Grade, brake 
Output in | Displace- | Comments | unbraked 12 % 8% Tongue 
ment/liter weight in kg 


| WEN 1200 75 

| WW 1300 
Russia 

. uU | 

| Cw 4A 1400 

cce 7 1400 

Dieelen-| 77 | re |  - | 70 3| 1400 


gine 77 6 BlueMotion 700 1400 1700 
Technology om 
| 103 | 20 | | 7209Y] 1500 1700 


The towing weight cannot be increased for technical reasons. 


AY 


Gasoline 
Engine 


6 
i ) = 
AN. 
D 
7 
7 


80 
80 
20 
20 

0 





Vehicles with automatic transmission 


Jetta, Towing weight in kg 
Type 16 Grade, brake 
Outputin | Displace- | Comments | unbraked 12 96 8 96 Tongue 
kW ment/liter weight in kg 
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Vehicles with automatic transmission 








Gasoline TT 1.6 
Engine 


The towing weight cannot be increased for technical reasons. 


IDE) 
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28 Jetta from 2015 


Towing weight in kg 
Grade, brake 
Displace- | Comments | unbraked 12% 8% Tongue 


ment/liter weight in kg 
2 valves per 1200 1400 15 
cylinder 
4 valves per 


1200 1400 
cylinder 


\ 
bi -W 
Flex Fuel 


1200 1400 
(bioethanol 


E100) 


710 





650 
650 


= 
O 


1.2 
1.2 


670 
670 
670 
680 
670 


With recu- 
peration 
and Start/ 
Stop func- 
tion 


670 
710 
Diesel en- 
700 


Jetta, Towing weight in kg 


Type 16 Grade, brake 
Displace- | Comments | unbraked 12% 8% Tongue 
ment/liter weight in kg 


Gasoline 1200 75 
1300 
1300 
1400 


ia 
1400 


1400 
1400 
1500 
|720 | 1500 
| 720 | 1500 


Diesel en- 


680 
680 
680 
680 
720 
700 
700 
720 
720 
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The towing weight cannot be increased for technical reasons. 





Vehicles with automatic transmission 


Jetta, ee I weight in kg 
Type 16 | Grade, brake | brake 
pit in | Displace- | Comments | unbraked 2% 8% Tongue 
menty/liter weight in kg 


Gasoline re resi ee 75 
a {oro | 1200} 1400_| 


85 20 Flex Fuel 1200 1400 
(biaso O 
1300 1700 


The towing weight cannot be increased for technical reasons. 





46 Rep. Gr.00 - General, Technical Data 


Beetle 2012 > , Bora 1999 > , Bora Variant 1999 > , CC 2010 > ,CC 20... 
Towing Guide - Edition 10.2014 


29 Lupo 3L, Lupo FSI and Lupo GTI 
from MY 1999 

EU Type Approval Numbers: 

Type 6ES 

* e1*98/14*0147*00 through 03 

* e1*2001/116*0147*04 

Type 6E 

* e1*98/14*0114*00 through 10 

* e1*2001/116*0114*11 

These vehicles cannot tow a trailer for technical reasons. 





r 
E 


È 
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E from MY 1999 


Vehicle Towing weight in kg Tongue 
unbraked hi ABA X B — AT AmB Yee m 
Manual transmission, | Automatic transmis- 
grade sion, grade 


V- A 


650 800 





This vehi- 
cle cannot 
tow a trail- 
er for tech- 
nical rea- 
Diesel en- 
gines 
=} 
EU Type Approval Numbers: A 
Type 6X = 


+ e1*97/27*0085*00 through 02 

+ e1*98/14*0085*03 through 13 

+ e1*2001/116*0085*14 

The towing weight cannot be increased for technical reasons. 
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New Beetle from MY 1999 


Towing weight in kg 
unbraked braked 
grade grade weight in kg 
i 


Gasoline | 56 | 600 =| 1000 | 1200 | - | - | 
Van ga | 00 wo | o 5 
|. 75 | 600 ; | 1000 | 1200 | 1000 | 1200 | 75 | 


| 85 | 600 || 1000 | 1200 | 100 | 120 | 75 — 
|. 600 — | 1000 | 1200 | 3100 | 1200 | 75 | 


The "New Beetle Sport Edition" (from 11/2001) has a bumper that does not allow a trailer hitch 
to be retrofitted. 


| 60 à $| 400 | 1200 | 2 | - / 75 / 


The "New Beetle Sport Edition" (from 11/2001) has a bumper that does not allow a trailer hitch 
to be retrofitted. 


Diesel en-| — 66 — | 600 | *1000 | 1200 | 1000 | 1200 | 75 | 
gnes | 74 | 60 | OU 1200 | - | aS 
|. 77 | 600 | 1000. | 1200 | 1000 yy 1200 | 75 | 
EU Type Approval Numbers: d 
Type 9C EU 
@ e1*97/27*0106*00 
+ e1*98/14*0106*01 through 13 
+ e1*2001/116*0106*14 


The towing weight cannot be increased for technical reasons. 





New Bee- Towing weight in kg 


te Vee [brates — 
1C (USA unbraked braked 


and Cana- Manual transmission, | Automatic transmis- Tongue 
da ver- grade sion, grade weight in 
sion) 





Gasoline 1000 1200 75 i 
engines e 
cordance 
with 21 
German 
Federal 
Motor Ve- 
hicle Safe- 
ty Stand- 
ards. 
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Diesel en- 1000 1200 1000 1200 75 Vehicle 
gines accept- 
ance in ac- 
cordance 
with 21 
German 
Federal 
Motor Ve- 
hicle Safe- 
ty Stand- 
ards. 








The towing weight cannot be increased for technical reasons. 


a 
» le 


È 
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32 New Beetle RSi 


This vehicle cannot tow a trailer for technical reasons. 


} 


È 
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New Beetle Convertible from MY 2003 


Towing weight in kg 
unbraked 
kW Manual transmission, | Automatic transmis- Tongue 
grade sion, grade weight in 
12 % 


Gasoline | 55 | 600 | 1000 | 1200 | - | 
engines | 75 | 600 | 1000 | 1200 | a 
|| 85 | 600 | 1000 | 1200 | 1000 
ae ee a Jai 
Dieselen-|__74 | 600 | 1000 | 1200 | p 
gnes | 77 | 600 | 1000 | 1200 | ad 
EU Type Approval Numbers: 
Type 1Y EU 
+ e1*2001/116*0205*00 through 03 


The towing weight cannot be increased for technical reasons. 





pO 
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34 Passat Sedan and Wagon from MY 1994 


The engine code is only specified in cases where it is needed to 
differentiate vehicles. In lines where no engine code is specified, 
the data applies to all engines with that output. 


Vehicle Towing weight in kg Tongue 
unbraked braked d n 
Manual transmission, | Automatic transmis- 
EE e sion, grade 


12% | 


Through 
05.93 


From 
06/1993 


1200 Through 
05.93 
1200 From 
06/1993 


coe ee 


1000 





85, 100 
(2.0 L, 9A) 


#4 s 

85, 128 1500 85 KW en- 
gine: 

128 kW 

engine 

| x 


100 1300 1500 
(1.8 L, KR) 


Diesel en- NA 
— 
59 Pero 
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1200 1500 1200 1500 85 With man- 
ual trans- 
mission 
(from 
01.94): 
1500 kg on 
grades up 
0 
With auto- 
matic 
transmis- 
sion: 1500 
kg on 
grades up 
to 8 % in- 
stead of 10 
% 








81 650 1300 1500 1300 1500 85 With man- 
ual trans- 
mission 
(from 
01.94): 
1500 kg on 
grades up 
to 8 96 in- 
stead of 10 
96 
With auto- 
matic 
transmis- 
sion: 1500 
kg on 
grades up 
to 8 96 in- 
stead of 10 
96 


The towing weight canfiot be increased for technical reasons. 
34.1 Passat Syncró E) 


Vehicle mu 6 weight 4a-kg Tongue 
unbraked | | 794  brked^ O T n 
Manual transmission, | Automatic transmis- 
grade sion, grade 


Unbraked 


towing 

weight: 
from 10.93 

700 Pe 
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Towing 
weight 
may be in- 
creased. 
Refer to 





a 
“34.1.4 In- 
creasing 

Towing 
Weight”, 
page 55. 

Towing 

weight 
may be in- 
creased. 

Refer to 


> 
“34.1.1 In- 
creasing 
Towing 
Weight’, 
page 55. 


Towing 
weight 
may be in- 
creased. 
Refer to 


= 
*34.19f In- 
creasing 
‘Towing 
Weight”, 
page 55. 
Towing 
weight 
may be in- 
creased. 
Refer to 


+ 
“34.1.1 In- 
creasing 

Towing 
Weight”, 
page 55. 





34.1.1 Increasing Towing Weight 


The towing weight may be increased under the following condi- 
tions: 


* Only for campers and sports trailers such as those for horses, 
boats or sailboats. The actual towing weight may be 1,900 kg 
if the tongue weight is at least 75 kg. 


* Only for campers and sports trailers such as those for horses, 
boats or sailboats. The actual towing weight may be 2075 kg 
if the tongue weight is at least 75 kg. 
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35 Passat Sedan and Wagon from MY 97 
Vehicle Towing weight in kg Tongue 


unbraked S 
Manual transmis- | Automatic transmis- 
sion, pam sion, pem 


1200 1400 1200 1400 With au- 
tomatic 
transmis- 
sion: 
650 kg 
unbraked 
towing 
weight 


Lm. pom pem s wo 


92 1500 1700 
syncro 
110 1300 1500 1500 E 
(1.8 L) 
110 | 15% 1700 1500 a 
(2.3 L) 


2.38 e 1800 
NOTON 


|_| ORO Wo A o NEED 


142 1800 2000 1800 2000 
syncro 


Diesel en- | <66 | 650 | 1300 | 1500 | 1300 | 1500 | 75-| - | 
ds L4 wa & ae — 
| SN A oo Ro EAE, | | 


5 1700 1800 
“mee 


cr le i — ——93À 


3 1700 
4MOTION 


fol reo] ser] ei vo [8 [—— 


110 1800 2000 1800 2000 
4MOTION 


EU Type Approval Numbers: 

Type 3B EG 

+ e1*95/54*0043*00 through 10 

+ e1*98/14D0043*11 

* 61*98/14*0043*12 through 15 

The towing weight cannot be increased for technical reasons. 
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36 Passat Sedan and Wagon from MY 2001 


Vehicle Towing weight'in: kg Tongue 
di unbraked braked weight in 
Automatic transmis- 
sion, de M grade 
8% 
| £75 me 
p/85 


85 
4MOTION 


E. 
(BO 


1600 


EUR 
o |, @ 


1400 


1300 1500 1500 1700 


1500 1700 1500 1700 i 
transmis- 
sion 
750 kg 
unbraked 
towing 
weight 


125 1600 1800 
4MOTION 
142 1800 a 1800 a 
syncro 


Diesel en- X 
ane e | 650010} A O usted {| meo | T6 | - | 


96 1700 2000 
4MOTION 


2000 ice cer i 
| 1600 | 1700 | 1600 | 1700 | 75 | - | 


[cs 80 

| 750 | 
ag [oe [oe [oe Te 
4MOTION 
| 120 | 750 | 1800 | 2000 | 1800 | 2000 | 85 | - | 
aal 
4MOTION 


2000 2200 2000 2200 pee ef 
EU Type Approval Numbers: 


Type 3B EG 
+ e1*98/14*0157*00 through 09 
+ e1*2001/116*0157*10 


The towing weight cannot be increased for technical reasons. 
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Passat W8 from MY 2002 


Vehicle e LC NN weight in kg Tongue 
unbraked braked aane braked AG aoo, | WOR n 
Manual transmis- | Automatic transmis- 
sion, c: sion, - 


202 2100 = 2100 2200 85 
4MOTION 


EU Type Approval Numbers: 

+ e1*98/14*0173*00 through 02 

+ e1*2001/116*0173*03 

The towing weight cannot be increased for technical reasons. 





3 


ED 


pe 
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38 Passat Sedan from MY 2006 


Vehicles with Manual Transmission 


Em. a weight irekg 
| Grade, brake | OS 
Displace- | Comments | unbraked 2 96 Tongue 
D" weight in kg 


pum 1m 
om | Gy | ri 1300 
a 


| 730 | 1400 
1400 


EcoFuel 1500 1700 
(natural 
gas CNG) 
|— WENN 750 J 1700 
4MOTION A 1600 1800 
Only for 1500 
Russia 
A- | 730 | 1500 1700 
WA — AA 0 1800 
Diesel en- t BlueMo- 


0 1400 1600 
gine tion / Blue- 
Fs 
0 


74 
Motion 
74 


Gasoline 


Technology 


P= | 740 Mj 1500 


1200 
1500 
1200 
1600 
1600 


Le 
ali 
ZI 1800 
[xx] 1800 


| 740 EB 
| 750 * 
| 740 | 
| 750 | 
750 | 
750 | 
750 | 
BlueMotion 1600 1800 
2 RR P 
TION 
| 750 | 
| 750 | 


[e 


TION 


BlueTDI 
(Selective 
Catalytic 
Reduction 


Common R 2000 2200 


ail 4MO- 
1800 2000 


1800 
1800 





The towing weight cannot be increased for technical reasons. 


B Note 


Due to technical updates, the trailer towing loads for the “Blue- 
Motion’, “EcoFuel” and “Blue TDI” can be reduced. 


38. Passat Sedan from MY 2006 59 


Beetle 2012 > , Bora 1999 > , Bora Variant 1999 > , CC 2010 > , CC 20... 
Towing Guide - Edition 10.2014 





Towing weight in kg 
Grade, brake 
Displace- | Comments | unbraked 12% 8% Tongue 
ment/liter weight in kg 


Gasoline | 
SA 


Towing weight in kg 
Grade, brake 
Displace- | Comments | unbraked 12% 8 Tongue 
ment/liter weight in kg 


k 
Gasoline [ 1 1400 1600 
Engine Blue Motion 1400 1600 


; EcoFuel 1500 1700 
(natural 


50 1500 1700 


750 1600 

750 2200 

f 750 2200 

Diesel en- i 750 1600 
750 1600 

750 1800 

750 1800 


BlueTDI 750 1800 2000 
(Selective 
Catalytic 
Reduction 
System) 
man | 750 1800 2000 
|| -WEW 750 1800 2000 
4MOTION 750 


2000 2200 
The towing weight cannot be increased for technical reasons. 


| Grade, brake — | 
rin - 
NET NE 
| 720 | 


740 
720 
750 





DO 
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39 Passat Wagon from MY 2006 


Vehicles with Manual Transmission 


Towing weight in kg 
Grade, = 
Output in | Displace- | Comments | unbraked 2 96 Tongue 
kW ment/liter weight in kg 


1300 
[ 1500 — 


Gasoline 75 
Engine 85 


110 


1300 


1400 
1400 


1500 1700 


1500 
1600 


[1700 | 


1500 1700 


1600 1800 
Motion 


1400 1600 
Technology 


a 

Lm 

Lm — 

lal 

Lm 

[9 

m 

~ 
Ta a 

mA 

m-- 

EIS 

EN 

Lm 

aa 

a 

4 

y d 


1500 


[E ye 
Les zn 
[xm d 


EcoFuel 
(natural 
si CNG) 


4MOTION 
Only for 
Russia 
BlueMo- 

tion / Blue- 


= 
D 


Diesel en- 
gine 


1200 
T 1500 
1200 
ea 1600 
Zi 
— 


1800 
1800 
Technology 


1600 1800 
BlueTDI 


2000 2200 
(Selective 


1800 2000 
Catalytic 


Reduction 
System) 


N 
o 


N 
o 


= =|=] 
co riolo 


100 


105 


1800 
1800 





Thetowing weight cannot be increased for technical reasons. 


a Note 


Due to technical updates, the trailer towing loads for the “Blue- 
Motion”, “EcoFuel” and “BlueTDI" can be reduced. 
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Vehicles with automatic transmission _ 


Outputin | Displace- | Comments | unbraked Tongue 
kW ment/iter weight in kg 
Gasoline | a ae 
see o | - | 750 | 1500 | 1700 | 
8 | - [| 780 | 1500 | 1700 | 
| - | 750 | 1600 | 1800 | 


e] weight in kg 
[ogen ^ Grade brakes | brake 
CI in | Displace- | Comments | unbraked 2% 8% Tongue 
menty/liter weight in kg 


Ca NAR 1600 
NUM 1600 
[MT | 

E 


EcoFuel 1500 1700 


(natural 
M CNG) 
1500 
1500 1700 
Diesel en- E 
e 


Only for 
Russia 
1600 1800 


NE | 
EN | 
2200 


2200 
120 | 
| 125 | 
125 | 


Gasoline 
Engine 


dt 
"It 
[isa 
| 20 | 
| 32 | AMOTION 
| 36  |4MOTION 
[ 20 | 1800 
[ 20 | 2000 
— | 2000 
20 | 
MEC NN 
| 20 | 


1800 2000 


| - A 1800. | 2000 
— — Pm 1800 lens 
4MOTION | _750‘,,| 2000 


The towing weight cannot be increased for technical reasons. 


BlueTDI 
(Selective 
Catalytic 
Reduction 
System) 
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40 Passat CC from MY 2009; CC from MY 2010; CC from MY 2012 


Vehicles with Manual Transmission 


Passat CC; Towing weight in kg 
CC, 
Type 357, Grade, brake 
358 SUI in | Displace- | Comments | unbraked 2% 8% Tongue 
menter weight in kg 


Gasoline 730) 1500 1700 
1) 





Sic BE NA [np es 1500 
| - | 780 | 1500 


FlexFuel 740 1500 1700 
(bioethanol 
E85) 


EX 1500 
=a 
edi 
Sa 


1600 1800 
1600 1800 
BlueMotion 
Technology 


1800 1900 
Only for 
Russia 


1800 1900 
BlueMotion 
Technology 


1800 1900 
BlueMotion 


1800 1900 
Technology 
with- SCR 


1800 2000 
(Selective 


Catalytic 
Reduction) 


4MOTION 

with Blue- 
Motion 

Technology 


BlueTDI 
(Selective 
Catalytic 
Reduction 
System) 


BlueMotion 
Technology 


BlueMotion 
Technology 
for Russia 


2000 2000 
1800 2000 


1800 2000 
" P 4 


1800 1900 


£4500 20002) 


2 





mA 
m-- 
Lum 
PN 
E 
Luorew | o | ams 
i 
iso 


1) applies to 4-seat vehicles; the towing load for.5-seat vehicles 
is 10 kg higher 


2) applies to 4-seat vehicles; the towing load for 5-seat vehicles 
is 100 kg higher 
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The towing weight cannot be increased for technical reasons. 





Vehicles with automatic transmission 


Passat CC; Towing weight in kg 
cc Grade, brake 


12 96 8 96 Tongue 
weight in kg 


Type 357, 
358 


ciu Displace- | Comments | unbraked 
ment/liter 


Gasoline 2.0 
Engine 


The towing weight cannot be increased for technical reasons. 





NI 
Cc 
o 


Vehicles with a DSG transmission 


Passat CC; Panarea I weight in kg 
CC, 
Type 357, | Grade, brake | = 
35 Output in | Displace- | Comments | unbraked 2% Tongue 
kW ment/liter weight in kg 


Gasoline (ee qo w- i 1500 
"we | 2 ] as | 1500 


118 1.4 BlueMotion 1500 1700 
Technology 
FlexFuel 1500 1700 


(bioethanol 
1500 1700 


E85) 
rg 
ses 1600 
pmi 1600 


2100 
Diesel en- ti 1800 


gine 1800 1900 


1800 


1800 1900 


1800 2000 
1800 2000 


1800 


1800 2000 


BlueMotion 
Technology 


BlueMotion 
Technology 
with SCR 
(Selective 
Catalytic 
Reduction) 


BlueTDI 
(Selective 
Catalytic 
Reduction 


BlueMotion 
Technology 
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Vehicles with a DSG transmission 





BlueMotion 
Technology 
eno Russia 


| AMOTION | 


4MOTION 750 2000 2000 
with Blue- 
Motion 
Technology 
750 


BlueMotion 2000 
Technology 
4MOTION 2000 
with Blue- 


Motion 
Technology 





1800 20007) 


1) applies to 4-seat vehicles; the towing load for 5-seat vehicles 
is 100 kg higher 


The towing weight cannot be increased for technical reasons. 
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41 Passat Sedan from MY 11 


Passat, emen weight in kg 
Type 362 | | Grade, brake | brake 
| Displace- | Comments | unbraked 2 96 8 96 
kW ment/liter 


Gasoline EN 1400 1600 


BlueMotion 1400 1600 
Technology 


EcoFuel 
(natural 
gas CNG) 


Only for 
Russia 
a 
118 1.4 BlueMotion 
Technology 


FlexFuel 
(bioethanol 
E85) 


N 
ced arl 
Diesel en- 


gine TT 1.6 BlueMotion 
Technology 
BlueMotion 
Technology 


BlueMotion 
Technology 
4MOTION 
with Blue- 
Motion 
Technology 


BlueMotion 
Technology 
with SCR 
(Selective 
Catalytic 
Reduction) 


Only for 
Russia 
BlueMotion 
Technology 
BlueMotion 
Technology 


1500 1700 


1500 


1500 
1500 


1500 


1500 
1700 
1600 
1200 
1400 


TET 


1800 


1800 


1800 


750 


2000 


1800 
1800 2000 


1800 2000 


Passat, p weight in kg 
Type 362 Grade, brake 
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Vehicles with a DSG transmission 


SALI Displace- | Comments | unbraked 2% 8% Tongue 
ee weight in kg 


p 1400 | 1600 
1400 1600 
1500 1700 
1500 1700 
1500 1700 
1500 1700 
1600 1800 
2200 2200 
1400 1600 
1800 2000 





Gasoline 


aa 
18 | sli 
| 20 VEM 
|. $6 | AMOTION | 
AES 
Tech ‘oil 
| fa eee 
Russ 
: [EY es 
Technology 


Diesel en- 
BlueMotion 
Technology 
with SCR 
(Selective 
Catalytic 
Reduction) 


Only for 
Russia 
BlueMotion 
Technology 


4MOTION 


with Blue- 
Motion 


BlueMotion 
Technology 
1800 2000 


EcoFuel 
(natural 
1800 2000 


e CNG) 
Only for 
Russia 
BlueMotion 
Technology 

FlexFuel 

(bioethanol 

2200 

Téchnology 
BlueMótion 750 60 2000 
Technology 
4MOTION 2000 2200 
with Blue- 
Motion 


E85) 
Technology 


ol 


(m i) 





The towing weight cannot be increased for technical reasons. 
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42 Passat Wagon from MY 2011 and Passat Alltrack from MY 2012 


Passat, r weight in kg 
Type 365 | | Grade brake — | brake 
i Displace- | Comments | unbraked 2% 8% Tongue 
kW ment/liter weight in kg 


Gasoline T 1400 1600 


BlueMotion 1400 1600 
Technology 


EcoFuel 
(natural 
an CNG) 


Only for 
Russia 
Het e 
118 1.4 BlueMotion 
Technology 


FlexFuel 
(bioethanol 
E85) 


ai 
E I 
Diesel en- 


gine TT 1.6 BlueMotion 
Technology 
BlueMotion 
Technology 


BlueMotion 
Technology 
4MOTION 
with Blue- 


Motion 
Technology 


BlueMotion 
Technology 
with SCR 
(Selective 
Catalytic 
Reduction) 


Only for 
Russia 
BlueMotion 
Technology 
BlueMotion 
Technology 


The towing weight cannot be increased for-technical reasons. 


1500 1700 


1500 


1500 
1500 


1500 
1500 
1700 
1600 


1200 
1400 


1800 


1800 


1800 


D 


2000 


1800 
1800 2000 


1800 2000 





E: J 
P 
2x 


Passat, = weight in kg 
Type 365 Grade, brake 
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Vehicles with a DSG transmission 


SALI Displace- | Comments | unbraked 2% 8% Tongue 
ment/liter weight in kg 


p 1400 | 1600 
1400 1600 
1500 1700 
1500 1700 
1500 1700 
1500 1700 
1600 1800 
2000 2200 
2200 2200 
1400 1600 





Gasoline 


E85) 
Ee | 
EN. 


BlueMotion 
Technology 
Only for 
Russia 
BlueMotion 
Technology 


BlueMotion 
Technology 
with SCR 
(Selective 
Catalytic 
Reduction) 


Only for 
Russia 
BlueMotion 
Technology 


4MOTION 


with Blue- 
Motion 


0 


Diesel en- 


BlueMotion 
Technology 
1800 2000 


EcoFuel 
1800 2000 


(natural 
gas CNG) 
1800 2000 


Only for 
Russia 
BlueMotion 
Technology 
FlexFuel 
2000 2200 
ieennolony 
Bu leMotion 1800 2000 
&chnology 
MOTION 750 2000 2200 
with Blue- 
Motion 
Technology 


(bioethanol 
The towing weight cannot be increased for technical reasons. 


> 





E 
mm 
= 
a 
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43 Passat Sedan, From MY 2015 





Passat, 
Type 3C 


Displace- Tongue 
ment/liter weight in kg 


Gasoline 
Engine 


2000 


Recupera- 7201) 1800 49002) 
tion and 

Start/Stop 
function 


720 


Recupera- 720 1500 1800 
tion and 

Start/Stop 
function 


BlueMotion 7301) 1500 1800 
with.selec- 
tive catalyt- 
ic reduction 
system 


| - | 730 | 2000 | 200 | 


Recupera- 7301) 2000 2000 
tion and 

Start/Stop 
function 


Recupera- 1800 2000 
tion and 

Start/Stop 
function 

with selec- 

tive catalyt- 

ic reduction 


2200 





1) Applies to efigine compartment battery, the towing load is 10 
kg higher on vehicles with battery in luggage compartment. 


2) Applies to engine compartment battery, the towing load is 100 
kg higher on vehicles with battery in luggage dig 


artment. 
The towing weight cannot béincreased for ees. 


Vehicles with a DSG transmission 


Towing weight in kg 
Grade, brake 
Output in | Displace- | Comments | unbraked 12% 8% Tongue 
kW ment/iter weight in kg 
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Vehicles with a DSG transmission 





Gasoline | | 690 | 1500 | 180 | 
p^ |. 700. | 1600 | 190 | 


Recupera- 1800 2000 
tion and 

Start/Stop 
function 


7 
2 
7 
74 
sone 
tion and 
Start/Stop 
function 
Diesel en- 6 | de | 43078] 1500 | 180 | 
U 
7 
7 
7 
7 
7 
7 


00 
30 
0 
50 
30 
0 
50 2000 2000 
50 
50 
50 
50 
50 
50 


Recupera- 
tion and 
Start/Stop 
functiori 


1) Applies to engine compartment battery, the towing load is 10 
kg higher on vehicles with battery in luggage compartment. 


E m 
110 270^ | Recüpera- 1800 20002 

tion and 

Start/Stop 
function 

with selec- 

tive catalyt- 

ic reduction 
system 





2) Applies to engine compartment battery, the towing load is 100 
kg higher on vehicles with battery in luggage compartment. 


The towing weight cannot be increased for technical reasons. 
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44 Passat Wagon, From MY 2015 


Passat, C weight in kg 
Type 3C | Grade, brake | brake 


Displace- | Comments | unbraked 2% 8% Tongue 
kW menier weight in kg 
Gasoline D 1500 1800 
Se rx 1600 1900 


Recupera- 1600 1900 
tion and 
Start/Stop 
function 
1800 2100 


2000 
1800 


Recupera- 1500 1800 
tion and 
Start/Stop 
function 
BlueMotion 750 4500 1800 
with selec- 
tive catalyt- 
ic reduction 
system 


| 760 | 2000 [ 295 


Recupéra- 750 2000 20001) 
tion-and 

Start/Stop 
function 


Recupera- 750 1800 2100 
tion and 

Start/Stop 
function 

with selec- 

tive catalyt- 

ic reduction 


EA Y 
ERES C 
| Sw" 





1) Applies to engine compartment battery, the towing load is 100 
kg higher on vehicles with battery in luggage compartment. 


The towing weight cannot be increased for technical reasons. 


RDE) 


Vehicles with a DSG transmission 


Passat, aan) weight in kg 


Type 3C | Grade, brake | brake 


Output in | Displace- | Comments | unbraked 2% 8% Tongue 
kW menie weight in kg 
o — m 1500 1800 
ze | - | 720 | 1600 1900 


Gasoline 
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Vehicles with a DSG transmission 





Recupera- > 1800 20002) 
tion and 
Start/Stop 


E 
4MOTION 
ai 
si 
Eg 
Recupera- 
tion and 


2000 2100 
Start/Stop 


function 
1800 2100 


Recupera- 
tion and 
Start/Stop 
function 
with selec- 


tive catalyt- 
ic reduction 
system 


1) Applies to engine compartment battery, the towing load is 10 
kg higher on vehicles with battery in luggage compartment. 





2) Applies to engine compartment battery, the towing load is 100 
kg higher on vehicles with batterysin luggage compartment. 


The towing weight cannot be inéreased for technical reasons. 


pu 


DE 
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45 Phaeton from MY 2003 


Towing weight in kg 


Phaeton, 
type 3D Grade, brake 
Outputin | Displace- | Comments | unbraked 12% 8% Tongue 
kW ment/liter weight in kg 
77 





Gasoline 1 3.2 Front 750 2200 2400 100 
Engine Wheel 
Drive 


The towing weight cannot be increased for technical reasons. 


Vehicles with automatic transmission 
Towing weight in kg 


Phaeton, 
Output in | Displace- | Comments | unbraked 12% 8% Tongue 
kW ment/liter weight in kg 
Gasoline Front 2200 100 
Engine Wheel 
Drive 
| 750 | 2300 
| 750 | 2300 
165 
30 


# | © 
NIO 


7 
7 
2400 
7 
7 
Diesel en- 
gine 


|_750 | 2400 
| 


Vehicles 2500 2500 
with coolant 
after-run 
pump 


2500 

. 2500 

| 2500 
2500 


The towing weight cannot be increased for technical reasons. 


| 750 | 2400 
171 


50 

50 

50 

50 

50 

50 

Vehicles 750 2000 2300 
without 
coolant af- 

ter-run 
pump 

750 

50 

50 

50 

50 


| 


3 
3 
3 
3 
3 
3 
3 


e 
1 
b 


ur 
: 


2 
2 
.0 
.0 
0 
0 
0 





C1 
eo 
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46 Polo from MY 1995 


Vehicle Towing weight in kg 
unbraked braked 


Manual transmis- | Automatic trans- 
sion, grade mission, grade 


Polo, type 6N 
ABE G 774 (from 
04.94) 

EU (from 04.97) 
Gasoline engines 


Diesel engines 





EU Type Approval Numbers: 
Type 6N EU (from 04.97) 

+ e1*96/79*0069*00 through 05 
+ e1*98/14*0069*06 through 11 


The towing weight cannot be increased for technical reasons. 


J 


DO 
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Polo Classic from MY 1996 


Vehicle Towing weight in kg Tongue 
unbraked braked weight in 
Manual transmission, | Automatic transmis- 
grade sion, grade 


Polo Clas- 


44 kW: 
. from 
Casone 04/1997 


04/1997 


500 kg: 
from 04, 97 
480 1000 1000 500 kg: 
a rere 04 97 
Diesel en- 1000 na 


gines EM 1000 NEM kg: 
500 from 04^ 97 
iE oe 


EU Type Approval Numbers: 

Type 6V2 EU 

+ 69*93/81*0008*00 through 01 

+ 69*95/54*0008*02 through 06 

* 69*97/27*0008*07 through 08 

+ e9*98/14*0008*09 through 10 

The towing weight cannot be increased for technical reasons. 





DO 
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48 Polo a from MY 1998 
Vehicle Towing weight in kg Tongue 


unbraked braked weight in 
Manual transmission, | Automatic transmis- 
grade sion, pae 
c 0% 2% 


1000 kg: 
from 
07/1997 


1000 kg: 
from 
es 1997 


Diesel en- 


1000 = 
from 
07/1997 


500 





EU Type Approval Numbers: 
Type 6V2 EU 

+ e9*93/81*0008*00 through 01 
+ e9*95/54*0008*02 through 06 
+ e9*97/27*0008*07 through 08 
+ e9*98/14*0008*09 through 10 


The towing weight cannot be increased for technical reasons. 


DO 
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Polo from MY 02 


Vehicle -— " — weight in kg Tongue 
unbraked | brekd SOS cn m 
Manual transmission, | Automatic transmis- 
grade sion, ee 


2 700 Sei 
| Sorc [ol600nac], 900 | - | - | 50 | - | 


— Sors NÉ o m | mm | 9 | —— 
| "83 | 500 | 100 | 1200 ^h. - | - | 50 | - | 
FA» so ^ 100 | Taio». | - | so | - | 
Dieselen- | 47 | 800 | 800 | 1000 | -» | - | 50 | - | 
gnes A 55 ah SONNEN | Ao WEARS - 00 | - — 
" 7 N | Mies VAS - | o | — — | 
| 96 | 600 | 120 | 1200 | - 5 - | so | - | 


The towing weight cannot be increased for technical reasons. 





Polo type 9N1 | |  Towigweightinhh | weight in kg Tongue Comments 


(from 03.05) unbraked weight in kg 

In vehicles Co | a | see 000 0 | — — 

gaoli \ A A O y N o l o- | 

i [| | ho | ADD. | c 0 —-— — | 

mee an | MESA | 7 AE | 0 01 - — 
b sn A loo Mo | — oo 0| — 5 - — j| 
Mb 5 ,— OMEN o0 0 so 0 — - — L| 


132 ws towing 
not permitted. 


vehi | 880 | 80 | 4100 | 50 | - | 

tren e — 1000 -— — 
diesel a 59 1i 

and se | seo 1000 1200 


manual trans- = 1000 
a 


gasoline en- 
gine and 
manual trans- 





with 
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diesel engine 
and 


manual trans- 
mission 





The towing weight cannot be increased for technical reasons. 


(8) Note 


Due to technical updates, the trailer towing loads for the “Blue- 
Motion”, “EcoFuel” and “BlueTDI" can be reduced. 


Polo type 9N1 | |  Towigweighinkg ^ | weight in kg Tongue Comments 


(from 03.05) unbraked Grade, € weight in kg 

In vehicles sel se 1000 120 so | - | 
a — | seo | mo | NNNM NN NENNEN 
gasoline en- 1000 1200 


gine and 1200 1200 
automatic 
transmission 


Polo Cross So ae i000 "d, 50 | —- —— 
= Lsb [ew | oso es | 
gasoline en- 1000 


gine and 1200 1200 
automatic 
transmission 


The towing weight cannotbe increased for technical reasons. 





BO 
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50 Polo Fun from MY 2004 
Vehicle Towing weight in kg Tongue 


unbraked ee 
Manual transmission, | Automatic transmis- 
Bos ctum p a I 0 I 


100: li mp po pow [o5 ie 
| 55 | 500 | 80 | 100 | - | - | 50 | 
a 





= 
Diesel en- ss s00 200 | too | Ts] 
gnes | z [| so | 10 | 12:0 | - | - | so | - | 


The towing weight cannot be increased for technical reasons, 





50.1 Trailer Hitch, Retrofitting 


It is not possible to order a trailer hitch to be installed on a vehicle 
after it has left the factory. 


The Polo Fun can be retrofitted with a trailer hitch. 


Trailer hitches approved for the Polo from MY 2002 may be in- 
stalled. 


a Note 


* Volkswagen AG cannot provide an installation guide for in- 
Stalling a trailer hitch in the Polo Eun. 


@ Volkswagen AG cannot provide atemplate for the exact posi- 
tion and size of the opening in the:bumper. 


€ Installation instructions and a descfiption for retrofitting the 
Polo Fun with a trailer hitch should berequested from the hitch 
manufacturer, if necessary. 


@ A vehicle that does not list any towing weights in the vehicle 
registration is retrofitted with a trailer hitch, the vehicle must 
be presented to an official motor vehicle assessor for inspec- 
tion. The manufacturer documentation with th&wehicle data is 
needed. The manufacturer documentation is provided by 
Volkswagen AG Service (E-Mail: 
Kundenbetreuung@volkswagen. de). 


DO 
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Polo Sedan from MY 2004 


Vehicle Towing weight in kg Tongue 
gd d È 
CEA transmission, | Automatic transmis- 
CEA e sion, pee 


gines 





The towing weight cannot be increased for technical reasons. 
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52 Polo from MY 10 





cin weight in kg 


Grade, brake _ brake 
Displace- | Comments | unbraked 8% Tongue 
ment/iter E in kg 


1000 


ee 
E 


3-cylinder 
fuel injec- 

tion engine 
(2-valve) 


3-Cylinder 

Fuel Injec- 

tion Engine 
(4-Valve) 


1.2 BlueMotion 
Technology 
BiFuel 1000 1200 
Mb £ 


| 


me 

| 530%, | 
BiFuel 1000 1200 
EID 

A 

Ds 

| 600 | 

| 560 | 

| NN 

| A 

vi 

dE 


Gasoline 
Engine 


= = =à 
N N N 


1000 


W- j 
Technology 
ANM 
Technology 
ee CERERI 
Diesel en- A 
de | 800 - | 1000 | 
WD 
A- | 
Technology 
EA ^ 


1200 1200 


ene I weight in kg 
| Grade, brake | brake 
Output in | Displace- | Comments | unbraked 2 96 8 96 
menier 


ea 
_- | 560 | 100 | 1200 
_- | so | 1200 | 120 | 
“test = 

Technology 

| | e% | 


Gasoline 
Engine 


1200 1200 
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Vehicles with a DSG transmission 





The towing weight cannot be increased for technical reasons. 


9». f 
» iL 


È 
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53 Cross Polo from MY 2010 





Towing weight in kg 


Grade, prake 
Displace- unbraked 2% Tongue 
ment/liter weight in kg 


| 1200 | 


a 1200 


| 500 | 
seo 
sto | 
=a 
J 600,004 


Gasoline 
Engine 


1000 

1200 

Diesel en- 1000 
di 1000 
1200 

1200 


Towing weight in kg 
Grade, brake 
Displace- | Comments | unbraked 12 96 8 96 Tongue 
ment/liter weight in kg 


=- | $880 | 100 | 1200 
|. - | 590 | 100 | 120 | 
e wr AWCRAEST 


1200 1200 


Gasoline 
Engine 





The towing weight cannot be increased for technical reasons. 


DO 
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54 Polo from MY 2014 


Vehicles with Manual Transmission 


Towing weight in kg 
Grade, = 
Displace- | Comments | unbraked 2% Tongue 
ment/liter weight in kg 


Es di 
[eR T [ 1000 — 
f= e di 


1000 
Recupera- 


T 1100 
tion and 


1000 1100 
Start/Stop 


function 

1000 
1000 
1100 


1100 1100 


[EM 1100 
col 510 1200 
| | 570 | 1000 
Blue Motion] __580 | 1000 
EN" | cacio 
APE 1100 





|S 


Gasoline 
Engine 


Cc 


3/0 


= 


Recupera- 
tion and 
Start/Stop 
function 


=à 


Cc 


= 
[ai ali —-[2[2|2l|2 —-[2[2|2 
BT ss oO NINJOIOJO NINMloOlo 


Diesel en- 
gine 


Cc 
on 





N 


The towing weight cannot be increased for technical reasons. 


Vehicles with a DSG transmission 


— IL weight in kg 
| Grade, brake | = 
Output in |Displace- | Comments | unbraked 2 96 Tongue 


s weight in Kg 


x 


Gasoline 
Engine 


co |^ 
-|o 


© 
= 


Recupera- 
tion and 
Start/Stop 
function 





se | 
to | 
EC AE 


Diesel en- 
gine 


The towing weight cannot be increased for technical reasons. 
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Vehicles with automatic transmission 





Towing weight in kg 
Grade, brake 
Output in | Displace- | Comments | unbraked 12% 8% Tongue 
kW menty/liter weight in kg 
Gasoline 1.6 560 1000 1000 50 
Engine 


The towing weight cannot be increased for technical reasons. 





pa 


I3) 
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55 CrossPolo from MY 2014 


Vehicles with Manual Transmission 





Towing weight in kg 
Grade, brake 


2% 8% Tongue 
weight in kg 


Displace- | Comments | unbraked 
AT 


Gasoline fe dl 


Recupera- 
tion and 
Start/Stop 
function 


1000 


1000 


1000 
1000 
580 1000 
80 1100 


Recupera- 590 1100 1100 
tion and 
Start/Stop 
function 
1100 1100 
1000 1100 


1100 
1100 


Ql 


80 
570 


Ql 


e ene - weight in kg 
| Grade,brakte “ brake 
M ino | Displace- | Comments | unbraked 2% 8% Tongue 
ment/liter weight in kg 


Gasoline I ee 50 
Engne | s15M0 2A | WS co (My 400% 
Veil A Gea co Ae | Abo W 


Diesel en- 1.4 610 1100 1200 
gine 


The towing weight cannot be increased for technical reasons. 


Towing weight in kg 
Grade, brake 
Comments 


unbraked d. 12 96 8.96 Tongue 
em | — in kg 





Vehicles with automatic transmission 


SUOLI in | Displace- 
ment/liter 


Gasoline 1.6 1000 1000 
Engine 


The towing weight cannot be increased for technical reasons. 
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56 Scirocco from MY 2009 


This vehicle cannot tow a trailer for technical reasons. 
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57 Scirocco from MY 2015 


This vehicle cannot tow a trailer for technical reasons. 
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58 Sharan from MY 1996 


Sharan, kW Towing weight in kg on | Permitted com- | Tongue weight | Comments 
type 7M EU grades up to 12% bined weight on in kg 


(from 02.95) grades up to 12% 


1285 3600 — | — 85 — | —- | 
1800 3600 | 85 From 01/1996 


manual trans- 110 700 1900 3800 85 
mission (1.8 L) 
110 700 1900 3700 85 
(2.0 L) 
85 Trailer towing 
Autogas E———— E 


128 Le [m 2000 3970 


2000 4000 — Boos 05/1998 
with 
engine code 
Em. — 
sso | NM 2000 4000 


150 2000 4000 
m 
Vehicles with 2000 3930 EU code 
diesel engine 


and 

manual trans- 2000 4000 Fon a 

ae engine code 
ANU 


e E E 
ee | zo | Am Eo Y 


> 2000 4000 
4MOTION 


egol a a e ta I 
| 103 | 700 | 200 | - | 8 | - | 
7 


see 
> “58.1 Retro- 


fitting Trailer 
Hitch in Shar- 
an BlueMo- 
ek. tion”, 
[-#) page 91 


The towing weight cannot be increased for technical reasons. dai, 


Sharan, kW Towing weight in kg on | Permitted Tongue Comments 
type 7M EU grades up to 12% combined | weight in kg 
(from 02.95) weight on 
unbraked braked grades up to 
12% 
85 


Vehicles with L—55 | 70 | 1286 | 3600 | li enni 
| From01/1996 _ 


From 01/1996 





14 en- 1800 3600 


automatic 1900 3800 85 
transmission . 


Trailer Wo: not per- 
mitted 





90 Rep. Gr.00 - General, Technical Data 


Beetle 2012 > , Bora 1999 > , Bora Variant 1999 > , CC 2010 > ,CC 20... 
Towing Guide - Edition 10.2014 


128 700 2000 4000 85 From 05/1998 with 
engine code AMY 
128 700 2000 4000 85 
syncro 


| 150 | 700 | 200 | 400 | 85 /,  3-  —— 





Vehicles with | | 81 | 700 | 2000 4o0 | 8 | - | 


se TITO 
automatic 

transmission 

EU Type Approval Numbers: 

Type 7M EU 

* 61*93/81*0023*00 through 02 

+ e1*95/54*0023*03 through 09 

+ e1*98/14*0023*10 through 20 

* 61*2001/116*0023*21 

The towing weight cannot be increased for technical reasons. 





58.1 Retrofitting Trailer Hitch in Sharan Blue- 
Motion 


It is not possible to order a trailer hitch to be installed on a vehicle 
after it has left the factory. 


The Sharan BlueMotion may be retrofitted..with a trailer hitch. 


Trailer hitches approved for the Sharan’from MY 1996 may be 
installed. 
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59 Sharan from MY 2011 





Towing weight in kg 


Grade, brake 
Displace- unbraked 12% 8% Tongue 
ment/iter weight in kg 
1800 2000 100 


2000 


2200 | - — 


1) applies to 5-seater vehicles, the towing load on 6- and 7-seater 
vehicles is 100 kg higher 





The towing weight cannot be increased for technical reasons. 
Vehicles with a DSG transmission 


Towing, weight in kg 
Grade; Brake 
Output in | Displace- | Comments | unbraked 12 96 8 96 Tongue 
kW menty/liter weight in kg 


100 


| ÁN 0 

as y AE 

Diesel en- EP 4o YVNESW | A | 
[ - | 79 


Eger 


1) applies to 5-seater vehicles, the towing load on 6- and 7-seater 
vehicles is 100 kg higher 





The towing weight cannot be increased for technical reasons. 
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Gasoline 
Engine 


Diesel en- 
gine 





Tiguan from MY 2008 


Tiguan Trend & Fun/Sport & Style 


| ss Towing weight inkg ^ | weight in kg 
Grade, brake 


1800 


1800 


2000 


2000 


2200 


% Tongue 


weight in kg 


Displace- | Comments | unbraked 


ment/liter 


FWD, Blue- 1800 
Motion 


Technology 
Front 


Wheel 
Drive 


Front 
Wheel 
Drive 


FWD, Blue- 
Motion 
Technology 


1800 


2000 


2000 


2200 
2000 


FWD, Blue- 
Motion 
Technology 


2200 
2200 
2200 
2200 
2200 
2000 


2200 
2100 


Wheel 
Drive 


FWD, Blue- 
Motion 
Technology 


2000 


2200 
2000 


Front 
Wheel 
Drive 


BlueMotion 
Technology 


2200 
2200 
2200 
2200 


[eme | us S 
o 
geo ERN poi 
"wi ON 
a W A 

| | | 2200 | 

ea 9 
sa en 
WA | 750 | F 22000 
A CA F | | 2200 | 
m - WA | | 2200 | 
EN BA PP 
L 750-7 | 2200 — 
VerWan9 
(ee | 

| 750 | | 2200 | 
me 
EUIS 

| 750 | | 2200 | 
p 


1)The maximum towing weight for vehicles with a retrofitted trailer 
hitch that have not had the cooling system adapted is 1600 kg. 
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The towing weight cannot be increased for technical reasons. 


Vehicles with automatic transmission 
ee I weight in kg 


ig 
| Grade, brake | = 

standard | Displace- | Comments | unbraked 2 96 Tongue 
front kW mentliter weight in kg 


Gasoline Pe 
EA [2200 | 


Engine 2200 


2000 2100 


2200 
2000 
2000 


| — een I weight in kg 
| Grade, brake | brake 
standard Displace- | Comments | unbraked 2% 8% Tongue 
front kW menty/liter weight in kg 
Gasoline 1800 2000 100 
Engine 
1800 2000 


|750 | 2200 | 2200 | 
|750 | 2200 | 2200 | 
\ 750 
A | 
750 | 
FECNE 
Š r50 


FWD, Blue- 
Motion 
Technology 


VA 

132 dla 

47 EF — 

155 gH — 

l | 

gine 103 Ld 
i me PRA 


110 2200 2200 
130 BlueMotion {$4 750 2200 2200 
Technology 


The towing weight cannot be increased for technical reasons. 


Diesel en- 100 





60.2 Tiguan Track & Field 


Vehicles with Manual Transmission 


unbraked 12% 8% Tongue 
weight in kg 


with 28° off- 


road front | Outputin | Displace- 
ment/liter 


i 1.41) FWD, Blue- 750 1600 1800 100 
i Motion 
Technology 


Gasoline 


Engine 





EN 
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Vehicles with Manual Transmission 


92 
110 
110 
118 
118 
125 
132 
147 
155 

Diesel en- 81 Front 
gine Wheel 
Drive 
100 ] 
103 2.0 Front 
Wheel 
Drive 
103 2.0 FAND; Blue- 
Motion 
Technology 
103 2.0 2500 
110 2.0 Front 2100 
Wheel 
Drive 
110 7 WA 
120 | (WA 2500 
125 è) | Y 2500 
130 2.0 BlueMotion 
Technology 


1)The maximum towing weight for vehicles with a retrofitted trailer 
hitch that have not had the cooling system adapted is 1600 kg. 





1.41 


1.4 FWD, Blue- 
Motion 
Technology 


1.4 


| 14 | 
125 | 20 | 





The towing weight cannot be increased for technical reasons. 


Towing weight in kg 
Grade, brake 
Comments 


unbraked 12% 8% Tongue 
Fi, weight in kg 


EY. 100 
Ew! 


2000 2100 


2000 2200 


60. Tiguan from MY 2008 95 


Vehicles with aütomatic transmission 


Output in 


Gasoline 


Displace- 
ment/liter 


i 





Fons 
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Vehicles with automatic transmission 


Towing weight in kg 


with 28° off- Grade, brake 
road front a in | Displace- | Comments | unbraked 2% 8% Tongue 

— weight in kg 

Gasoline rer 1800 2000 100 


[EDD 
ME E 
E p 
| 20, go 
3 
Lai UNE 
"S 
" 


FWD, Blue- 
Motion 
Technology 


Lm p zm 
Lm [zm 
ar To 
BEIM: 
Lm [zm 
Lm em 
EX 


2500 


2500 2500 


2500 2500 
Diesel en- 


e 


130 BlueMotion 
Technology 


The towing weight cannot be increased for technical reasons. 
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61 Touran from MY 2003 


Vehicles with Manual Transmission 





Touran, Towing weight in kg 


type 1T EU Grade, brake 
Output in | Displace- | Comments | unbraked 2 96 8 96 Tongue 
kW ment/liter weight in kg 


Gasoline 75 
Engine 


1200 75 
1300 
1300 


1300 1600 
1300 1600 
1300 1600 


1300 
1500 


| 750 | 

| 720 | 

E 

LI ] 

| 750 | 
i 1500 1800 
ar wl 

| 750 | 

| 750 | 

E — 

Hg 

, 

| 750 4 

À 7o A 

| XE ; 

E | 

Le 750 d 


5 seats 
7-seater 


BlueMotion 
Technolo- 
gy, 5-seater 


BlueMotion 
Technolo- 
9y, 7-seater 


EcoFuel 
(natural 
gas CNG) 


XH 
| 85 | 


Ea 
Oo 


1500 
1300 
1300 
1500 
1500 


1500 1800 
1500 1800 


1500 
1200 


1500 
1500 


E — 
| AN 

Le 1500 
Technology 

ENEEENC AMETS 


The towing weight cannot be increased for technical reasons. 


a Note 


Due to technical updates, the trailer towing loads for the “Blue- 
Motion”, “EcoFuel” and “BlueTDI" can be reduced. 


Diesel en- 
gine 


BlueMotion 
Technology 
BlueMotion 


Technology 
119 g/km 


lue Motion 


ss 
o 


N 
o 


—-|[2|2|2|N = 
o|lololoa|o D 





Vehicles with automatic transmission 





po] Towing weightinkg | | 
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Vehicles with 1 automatic tr transmission 


type | type 1T EU | 
SHP in 


Displace- 
ment/liter 


| Grade, brake — | brake 


PT 8 96 Tongue 
wegi in kg 





Gasoline 2.0 = 1800 
Engine 


The towing weight cannot be increased for technical reasons. 


Vehicles with a DSG transmission 


Touran, 
type 1T EU 


Displace- 


ie I weight in kg 
| Grade, brake | brake 


menier 


Comments | unbraked 2% 8% Tongue 
weight in kg 


1300 T 


Gasoline 
Engine 


EcoFuel 
ENG) 


1500 1800 


Diesel en- 
gine 


BlueMotion 
ligehnology 


1500 1800 


1500 1800 


BlueMotion 
Technology 
BlueMotion 
Technology 


1) applies to vehicles with a 6-speed DSG transmission 02E, the 
towing load for vehicles with 7-speed DSG transmission OAM is 
100 kg-higher 


The towirig,weight cannot be increased fer technical reasons. 





Lm 
na 
Technology 
119 g/km 
p 
au 
y 
MES | 
ENT. | 
Eo A 
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62 CrossTouran 


Vehicles with Manual Transmission 


Touran, Towing weight in kg 
type 1T EU Grade, brake 
Output in | Displace- | Comments | unbraked 12 96 8 96 Tongue 
kW ment/liter weight in kg 


Gasoline | 75 | 16 | - | 750 | ‘1200 | 1500 
| | 780 | 1500 | 1800 


EcoFuel 1500 1800 
) 


1500 1800 


1500 1800 
75 
5 


Diesel en- 


0 

0 
1500 1800 
1600 1800 


Touran, Towing weight in kg 
type 11.8U Grade, brake 
Output in | Displace- | Comments | unbraked 12% 8% Tongue 
kW ment/liter weight in kg 


Gasoline 110 2.0 750 1500 1800 75 
Engine 


The towing weight cannot be increased for technical reasons. 





Vehicles with a DSG transmission 


Touran, 
type 1T EU 


Towing: weight in kg 


Grade, brake 
Outputin | Displace- | Comments | unbraked 12 96 8 Tongue 
ment/liter weight in kg 


Gasoline 103 1500 17001) 75 


gine 110 14 EcoFuel 750 1500 1800 
(natural 
gas CNG) 


96 


Diesel en- 77 1.6 1500 
ane 1500 
1500 
1600 
1600 


1) applies to vehicles with a 6-speed DSG transmission 02E, the 
towing load for vehicles with 7-speed DSG transmission OAM is 
100 kg higher 


The towing weight cannot be increased for technical reasons. 


130 





x 


E 
I li 
Ac . 
109-7 72088 |— - 
fai, |- 20 fuser” | 

p 9o e 
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63 Touareg from MY 2003 


Touareg, Leona eroine I weight in kg 
type 7L | Grade, brake | brake 
Displace- | Comments | unbraked 2% 8% Tongue 
i eee rr in kg 


Gasoline 3500 
Engine 
Diesel en- 
gine 


Touareg, Towing weight in kg 
type 7L Grade, brake 
SHDN in | Displace- | Comments | unbraked 12% 8% Tongue 
menty/liter weight in kg 


cascine | ss 32 | - | r90_| 
Enone | o 
Desen | 128 -| 25 | | 789 —] 
aim x sx wa = 

EEIB! TE WR NN 


The towing weight cannot be increased for technical reasons. 
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64 Touareg from MY 10 


Vehicles with automatic transmission 


Touareg, ore weight in kg 
Type 7P EG | Grade, brake | brake 
Output in | Displace- | Comments | unbraked 2 96 8 96 Tongue 
kW ment/liter weight in kg 








Gasoline 188 | 183 | 36 | 3500 140 
rane [206 | s6 | 
edizioni 
| 265 | 42 | 
Diesel en- | 150 | 30 | 
We [us | 30 — 
| 480 | 30 | 
| 250 | 42 | 


The towing weight cannot be increased for technical reasons. 


jp 


DE 
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65 up! from MY 2012 


This vehicle cannot tow a trailer for technical reasons. 
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66 e-up! from MY 2014 


This vehicle cannot tow a trailer for technical reasons. 


5 


È 
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Vento from MY 1992 


Vehicle Towing weight in kg Tongue 
unbraked braked E n 
Manual transmission, | Automatic transmis- 
grade sion, grade 


40 1000 
E 
EC ES With 1.6L 
angina 


with 1 BL 
Engine 
ee ee 
ee ee ee ee ee eee ee 
Daa = ro a ee 
Diesel en- IO arie AQ 
see [ss | sco | 1000 [ wm. 


> 1200 = 
81 


EU Type Approval Numbers: 
Type 1H EU 
+ e1*96/79*0068*00 through 03 


The towing weight cannot be increased.for technical reasons. 
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Revision History 


Re a Job Type |Feedback # Notes Editor 
vi- 
= 





68. Revision History 1 05 


Cautions & Warnings 


Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work. You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 


e |f you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized VolksWagen:retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part.by any of the extensive warranties issued by Volkswagen. 


e Disconnect the battery negative terminal (ground strap) Whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy. 


e \folkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department forthe latest information. 


e Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST). 


e Never work under a lifted vehicle unless it is solidly supported on stand§, designed for the purpose. Do not support 
a vehicle on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a 
vehicle that is supported solely by a jack. Never work under the vehicle while the engine is running. 


e For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt. 


e “© If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it. 


e Do not~attempt to work on your vehiclesif you do not feel well: You increase the danger of injury to yourself and 
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from 
being fully alert, n 


e Never run the engine unless the work aréa is well ventilated. Carbon monoxide (CO) kills. 


e Always observe good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear 
goggles, gloves and other protective clothing whenever the job requires working with harmful substances. 


e Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result. 


e Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection. 
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Cautions & Warnings 


e Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil. 


e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts. 


e Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously. 


e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed. 


e Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite‘gas trapped in the cells and cause the battery to explode. 


e Be mindful.of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of 
the oil. De’not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that 
govern:the disposal of wastes. 


e Theair-conditioning (A/C) system is filled with a chemical refrigerant that is. hazardous. The A/C system should be 
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, and familiar with regulations governing:the discharging and disposal of 
aütomotive chemical refrigerants. 


e Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS control module connector. 


e Do not expose any part of the A/C system to high temperatures such as open‘flame. Excessive heat will increase 
system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In Gases where one or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some ofthe vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The;sairbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or ditbag system failure; only trained Volkswagen Service technicians 
should test, disassemble or service the airtfag system. 
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Cautions & Warnings 


Do not quick-charge the battery (for boost starting) for longer than on& minute, and do not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time. 


Never use a test light to conduct electrical tests of the airbag system. The»system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or arbapproved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle. 


Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator. Keep sparks, open flame or other sourées of ignition away from the tire repair 
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair. 


When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 


| have read and | understand these Cautions and Warnings. 
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